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May we welcome you

USTM is a family company and we create the atmosphere of cooperation, development
and persuit of common goals.

We offer water treatment products for domestic na industrial enduse together

with technical consulting and service support. We want to provide clear water and take
care about enviroment with you.

Conscientiountness of your and your customers' comfort and health is our business priority.
For you — for 20 years — we create innovative products and compose the offer in such

a way that you can enjoy pure water and tap into the resources of that precious

valuable source.

Customers in 50 countries have trusted us and we promise you our further development
and improvment.

You are crucial for us and we care about long term partnership.

USTM Team
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FILTERS AND WATER
TREATMENT STATIONS

Filters and water treatment systems provide
constant and unlimited access to clean and safe
water. After being installed at home, apartment
or any other building, they purify water, The most
common water related problems are mechanical
contaminants, excessive hardness, chlorine

and excess of iron and manganese, which have

a direct impact on our health and quality of our
life Therefore the best solution is a filter or water
treatment system installation. They will improve
the quality of potable water and will protect
installation and house appliances from
accelerated damage.

Healthy and clean water

Low operating costs

High quality, durable and safe materials

Environmentally friendly technology
BPA free products
Quality confirmed with hygienic approval

Polish renowned manufacturer




SOFTENERS
GENERAL FEATURES

Reduction of water hardness

Economical and eco-friendly solutions
Automatic electronic time-volume valves
Bypass for quick connection and disconnection
Innovative upflow regeneration

Dry reservoir option for lower salt consumption
Muiltilingual valve menu

CHMXeHue »KeCTKOCTM BoAbl

DKOHOMWYHbIE 1 SKOSIOTUYHbIe peLleHuna
ABTOMaTMUECKME NEeKTPOHHbIE KlanaHbl

Barnnac ana 6bICTPOro NOAKAYEHNSA N OTKNIOYEHUA
NHHOBaUMOHHaA pereHepaumna BOCXOAALLEro NoToKa
Cyxowm pe3epByap 6aka Ana CHMXeHnA noTpebneHna conun
MeHto Ha pa3HbIX A3blKax

-




WATER SOFTENERS




WATER SOFTENERS

NEW PRODUCT

GOLDEN

MODERN, ECOLOGICAL
AND ECONOMICAL SOFTENER

- Dry tank option for lower salt consumption

- Modern upflow regeneration system

- Chlorine generator for automatic disinfection

of the device

- LCD valve languages: polish, english, czech, slovak
- Simple, intuitive start-up and operation

- OnuuA cyxoro pesepByapa AJA CHXKeHNUA NoTpebneHna conu.
- CoBpeMeHHas cucteMa pereHepaLmm C BOCXOAALMM NMOTOKOM
- leHepaTop xnopa AnA aBToMaTMyecKon AesnHbeKkumm
yCTpOWCTBa

- yRo6HbIN LCD-gucnnen. MeHio Ha pasHbIx A3blKax: MOJIbCKUI,
QAHMNNCKUIA, YeLLCKINIA, CNIOBALKUIA.

- Ypo6CTBO MCMnonb30oBaHuA.

GOLDEN

SYMBOL WS-20-LCD-GOLDEN WS-25-LCD-GOLDEN

Maximum flow 2 (m’/h)

Resin volume 20l 251
Exchange capacity 57°dH x m? 71° dH x m?
Avg. water consumption for regen. 1401 160 |
Avag. salt consumption for regen. 3kg 3,5kg
Dimensions (w/d/h) 33x45x111 cm

Vessel tank dimensions 10" x 35"

Weight 34,5 kg 40 kg
Working pressure 15-5bar

Connection 1"

Suggested number of people 3 4



WATER SOFTENERS

NEW PRODUCT

BLUTLS

MODERN, ECOLOGICAL
AND ECONOMICAL SOFTENER

- Dry tank option for lower salt consumption

- Modern upflow regeneration system

- Chlorine generator for automatic disinfection

of the device

- LCD valve languages: polish, english, czech, slovak
- Simple, intuitive start-up and operation

- OnuuA cyxoro pesepByapa AJ1A CH/XKEHNA NoTpebneHna conu.
- CoBpemMeHHas cncTema pereHepaLum ¢ BOCXOAALVIM NOTOKOM
- leHepaTop xnopa AnA aBTomMaTMyecKkomn Ae3nHbeKkLmm
YCTpONCTBa

- yAo6HbIN LCD-gucnnein. MeHio Ha pasHbIX A3blKax: MONIbCKUI,
QHIIUVCKUN, YELICKNIA, CTOBALKNIA.

- Ypo6CTBO CMOMb30BaHMA.

Maximum flow 2 (m*/h)

Resin volume 20| 25|
Exchange capacity 57°dH x m? 71°dH x m?
Avg. water consumption for regen. 140 | 160 |
Avg. salt consumption for regen. 3kg 35kg
Dimensions (w/d/h) 33x45x111 cm

Vessel tank dimensions 10" x 35"

Weight 34,5 kg 40 kg
Working pressure 57°dH x m? 71° dH x m?

Connection

Suggested number of people

volumetric time up flow

2to3 3to4

BLUES



WATER SOFTENERS

NEW PRODUCT 32 | of water

ESSE NT| AL per regeneration

MODERNITY AND ECOLOGY 0,76 kg of salt
per regeneration

- Revolutionary ecological SAVING REGEN system

- Most modern american descaling technology

- Fully hydraulic valve working without electricity

- Easy installation and the lowest maintenance costs
- bypass with hardness mixer included

- PeBontouyoHHasn skonormnvyeckas cuctema SAVING REGEN

- Camas coBpeMeHHasa ameprKaHCKasa TEXHOMOI VA YAANeH s HaK1Mnn

- MonHoCTblO rMapaBNMYeCcKunin Knanax, paboTatowwmnin 6e3 snekTpulyecTsa

- MpocToTa MOHTa)a 1 MUHMMabHbIE 3aTPaTbl Ha TEXHNYECKOe 06CTyKBaHNe
- 6aninac co cMecuTesIeM XKeCTKOCTU B KOMIJIEKTe

SYMBOL WS-17-ESSENTIAL

Maximum flow 21m3/h
Resin volume 171
Exchange capacity 24° dH x m?
Avg. water consumption for regen. 321+

Avag. salt consumption for regen. 0,73 kg
Dimensions (w/d/h) 30x46x79 cm
Vessel tank dimensions 8"/ 25"
Weight 27 kg
Working pressure 2=351C
Connection 3/4"
Suggested number of people upto?2




WATER SOFTENERS

TOREN

MODERNITY AND ECOLOGY

NEW PRODUCT

- Water softener working without electricity

- The most economical in operation of this type of devices

- Very low water consumption for regeneration of 25 |

- Very low salt consumption - about 0,35 kg for regeneration

- Small dimensions enabling

- Includes a bypass and output water hardness regulator
- Modern look combined with a solid structure

- OBPeMeHHbI yMArynTens BoAabl, paboTatownii 6e3 anektpuyecTtsa

- Hanbornee 3KOHOMMYHBbI B SKCTJTyaTaLMm yCTPONCTBA fAaHHOTO TWMa

- OYeHb HU3KMI pacxof BoAbl Ha pereHepauuio 25 n.

- OUYeHb HU3KMI pacxop conu, okono 0,35 Kr Ha pereHepaLmio

- HebonbLUMe pa3mepbl NO3BONAT BCTPOUTLYCTPONCTBO B TMMOBOW WKad
- balinac 1 perynaTop »ecTKkoCTy BOfbl Ha BbIxofe

- COBPEMEHHDbIV BUA B COMETaHMM C MPOYHON CTPYKTYpOW

- HoBeWiLMe TEXHONOTUW AN MaKCUMarnbHOM HafleXKHOCTW

Maximum flow

Resin volume

Exchange capacity

Avg. water consumption for regen.

Ava. salt consumption for regen.
Dimensions (w/d/h)

Vessel tank dimensions

Weight

Working pressure

Connection

Suggested number of people

21m3/h
11

14° dH x m?
25|

0,36 kg
36x36x68 cm
8W

15 kg
2-8bar
3/4"
upto4

25 | of water
per regeneration

0,36 kg of salt
per regeneration




WATER SOFTENERS

PRIMO

- FIRST CHOICE

- Eliminate water hardness

- Automatic, electronic time-volume control valve equipped with by-pass
- Aesthetic, durable cabinet

- Easy maintenance

- Affordable price

- Menu available in: Russian, English, Spanish, French, Turkish

- CHVPKEHUE XKeCTKOCTM BoAbl

- 3/1eKTPOHHbIN YNpaBAAoLWMi KnanaH ¢ 6ainacom
- 3CTETUYECKUIA 1 CONUAHDBIA KAaBUHET

- GyHKLMA Nnogmeca Cbipoi BoAbl

- MEHI0 Ha pa3HbIX A3blKax: PYCCKUM, aHMUNCKNI,
NONbCKUIA, NCNaHCKNI, GpaHLYy3CKUIA, TypeLKuii

- UIHTYUTUBHOCTb 0BCNYKBaHUA

- NPOCTOTa B MCMONb30BaHWUM

- MaTepuarnbl BbICOKOrO KayecTBa rapaHTMpPYIoT JONTyo
1 6e3aBapuiiHyio Ciyxoy

- lepaTtenun ana ynobHoro nepeHoca ycTporcTea

Maximum flow 1m’/h 17 m’/h 23 m’/h
Resin volume 12| 201 251
Exchange capacity 34°dH x m’ 57°dH x m’ 71°dH x m’
Avg water consumption for regen. 80 I* 105 I* 160 I*
Avg salt consumption for regen. 18 kg 3kg 38kg
Dimensions (w/d/h) 32/50/67 cm 32/50/114 cm 32/50/114 cm
Vessel tank dimensions 10"/ 17" 8"/ 35" 10"/ 35"
Weight 18 kg 34,5 kg 40 kg §
Working pressure 2-8bar

Connection 1"

Suggested number of people 1 upto3 upto4

*Depending on the pressure of the water



WATER SOFTENERS

20% Higher Efficiency

PRIMONO

- EFFICIENCY FIRST
Monosferic Resin

- Automatic, electronic time-volume valve with by-pass

- Performance increased by 20% thanks to advanced
technologically monospheric resin

- The largest size of resin in a compact softener - 30 liters
- Extended life of a resin

- Increased resistance to iron and manganese ions

- Lower operating costs

- Lower salt consumption

- Decreased emission of the waste water

- yBenyeHHas Ha 20% npowr3sogmnTenbHOCTb Gnarogapa
MOHOCpeprnyecKol BbICOKOTEXHOMOTMYHOWM cMone

- 3NIeKTPOHHbIN YNpaBAAoLWMIA KnanaH ¢ 6ainacom

- MEHI0 Ha pa3HbIX A3blKaX: PYCCKWIA, aHTTMNCKNN,
NMONbCKUIA, NCNAHCKNIA, GPaHLY3CKUIA, TYpPeLKnii

- NOBbIWEHHAA CTOMKOCTb K MOHaM Xefne3a 1 MapraHua
- NOBbILWEHHAA AONTOBEYHOCTb 3aCbINKU

- CHUPKEHMe 3KCMyaTaLMOHHbIX PacxofoB

- MeHbLlUee nNoTpebneHne conu

- MeHblLLee Y1C/10 MPOMbIBOK

- camblIii 6071bLLIOY 06bEM 3aCbIMNKM B KOMMAKTHOM
ymArumTene - 30 n

-"HI'-\“_

Maximum flow 23 m3/h
Resin volume 301
Exchange capacity 102° dH x m?
Avg water consumption for regeneration 160 |

Avqg salt consumption for regeneration 38kg
Dimensions (w/d/h) 31/52/114 cm
Vessel tank dimensions (i/h) 10"/ 35"
Weight 45 kg
Working pressure 2 - 8bar
Connection 1
Suggested number of people upto5s




‘ WATER SOFTENERS

technology CLEAR
- innovative disinfection system.
LOT U S Eliminates bacteria, viruses and fungi

- WITH SALT LEVEL SENSOR AND CHLORING GENERATOR

Audible alarm
salt level in the reservoir

- Color LCD display integrated with the slide-out panel -y Vi in3aiiH, COBP TexHonoruns

- Scratch-resistant and dirt-repellent glass cover - BCTPOEHHbIi LiBETHOM Ancnnei LCD, MHTerpupoBaHHbiv ¢

- The latest media regeneration technology - up-fl ow BBIABIKHON NaHenbio

- High capacity ion-exchange resin - YCTOUMBAA K LapanuHam 1 3arpAsHeHNio CTeKNAHHanA
naHenb

- Advanced intelligent electronics — advanced control
panel

- Adjustment of the output water hardness

- Automatic, electronic time-volume valve with by-pass
- An intuitive graphic-text display

- pereHepaLa B TexHonorum - up-flow

- BbICOKO3(dPeKTUBHAA MOHOOOMEHHasA cMofa

- yCOBepLUEHCTBOBaHHasA SNEKTPOHHAA NaHesb yrnpasneHna
- AaTUVK YPOBHA CONMN CUrHaNM3MPyeT O HeOBXOAUMOCTU
HarnoHeHNA CONK B yCTPOCTBe

- Anti-fl ood protection - reHepaTop CBOBOAHOIO X/I0Pa CHUKAET PUCK Pa3BUTUA
- Maintaining the memory of the controller settings in 6aKTepuanbHO GrIopbl BHYTPY YCTPOICTBE 1
the event of a power failure npefoTBPALLAET pa3BUTHE GUOMNEHKN
- Cost saving and ecology - PerynmnpoBKa XecTKOCTU BbIXOAHOM BOAbI
- Less water and salt consumption — more than 30% - 3NeKTPOHHbI YNpaBAAoLWMit KnanaH ¢ 6ainacom
- Low power consumption - UHTYWUTUBHO MOHATHbIN ANCTNEN C MEHIO Ha PYCCKOM,
- Low operating costs due to adjustable cycle times NONbCKOM, NTaNbAHCKOM, FONNaHACKOM, HEMEeLIKOM,
- Various operation modes available TypeLKoMm, GpaHLy3KOM, NCMaHCKOM, aHMIMINCKOM A3blKax
- HOlIdag mode - rinsing the resin during a |0ng period - B Cllyyae c60s NuTaHus YyCTaHOBKa KnanaHa ynpasneHua _
of no water intake COXpaHAETC, 3aluMTa OT 3aToMeHNs ) —— : s
- Possibility to choose the start time for regeneration - 6ONIbLaA SKOHOMIA B IKCTUYATaLM YCTPO/ACTBA, BOAA 1 S — - 2
conb - 6onee 30%
- HN3KUe 3KCMyaTaLMOoHHble pacxofpl 6naropaps \

PerynmpoBKe BpemeHy LMK0B, HU3KOe SHepronoTpebieHne

- BbIGOP HECKOTNbKNX BapNaHTOB peXiiMa paboTbl

- OTMYCKHOM PEXM1M paboTbl- MPOMbIBKa CMOJIbl BO BPEMS!

[INTENBHOTO HENCMONb30BaHNA BOAbI "!' lﬂr"
- BO3MOXHOCTb BbIGOPa BPEMEHM ANA Havarna pereHepaumm

g

Maximum flow 1,7 m*/h 23m?/h
Resin volume 12l 251
Exchange capacity 34°dH x m? 71° dH x m?
Avg water consumption for regen. 100 | * 1401 *

Avqg salt consumption for regen. 2kg 33 kg
Dimensions (w/d/h) 33/52/60 cm 33/52/105 cm
Vessel tank dimension (i/h) 10"/ 17" 10"/ 35"
Weight 2lkg 41 kg
Working pressure 3-55 bar
Connection 1

Suggested number of people upto3 4

*Depending on the pressure of the water

10



WATER SOFTENERS

20% Higher Efficiency

HYDRA MONO

- MODERN AND EFFICIENT
Monosferic Resin

- Automatic, electronic time-volume control valve equipped with by-pass

- Advanced monospheric ion exchange resin increases effi ciency up to 20%
- Increased resistance against iron and manganese ions

- Extended media service life

- Low operating costs

- Lower salt consumption

- Washings reduction

- The largest amount of resin in a compact soft ener — 30 liters

- Menu available in: Russian, English, Spanish, French, Turkish

- 3NIEKTPOHHbIV YNpaBAsawoLWMi KnanaH c 6anacom

- MEHIO Ha Pa3HbIX A3blKax: PYCCKUIN, aHMMUNCKNIA, MONbCKNUIA, NCMAaHCKNA,
dpaHLy3CKUiA, TypeLKuin

- yBenmyeHHas Ha 20% npoun3BOANTENbHOCTL Gnaropaps
MOHOCdEPNYECKON BbICOKOTEXHOSIOFMYHO cMone

- NOBbILLEHHaA CTOMKOCTb K MOHaM Xefe3a 1 MapraHua

- NOBbILUEHHaA AONTOBEYHOCTb 3aCbINKu

- 6onee HU3KWME SKCNNyaTaLMOHHbIE PacXoAbl

- MeHbLLEee NoTpebneHne conu

- MeHbLLee YNC/IO NPOMbIBOK

- HanboNbLLKN 06bEM 3aCbINKK B KOMNAKTHOM ymarymtene — 30 n

Comeor T yssosmono ]

Maximum flow 21m3h
Resin volume 301
Exchange capacity 102° dH x m?
Avg water consumption for regeneration 160 | *

Avg salt consumption for regeneration 3kag
Dimensions (w/d/h) 31/52/114 cm
Vessel tank dimensions (i/h) 10"/ 35"
Weight 36 kg
Working pressure 2-8bar
Connection 1"
Suggested number of people upto5

*Depending on the pressure of the water

11



WATER SOFTENERS

SALTO

WATER SOFTENER

- Built-in chlorine generator

- Convenient opening of the salt container

- Possibility to adjust the hardness of the output water

- Double anti-flood protection thanks to the use of a valve float and gravity overflow
- Effective and economical up-flow brining

- Maintenance of operating parameters in the event of power loss

- Menu available in: polish, english, french

- BcTpoeHHbI reHepaTop xJiopa.

- Yno6Hoe OTKpbIBaHNe KOHTeHepa A conv

- BO3MOXHOCTb perynmpoBKM }KeCTKOCTN BbIXOAALLE BOADI.

- [IBOMHaA 3aWwmTa OT 3aTonneHns 6narogaps NCNonb30BaHMIO

NonaaBKkoBOro KfamnaHa v rpaBUTaLMOHHOIO NepennBa.

- dpdeKTVBHAA 1 IKOHOMUYHAA NOJAaYa BOCXOAALLNM MOTOKOM.

- MopaepkaHre pabourx NapamMeTpOB B CJIyyae OTKIIIOUEHNSA SNIEKTPOIHEPrim
- MeHio BOCTYMHO Ha: NMOIbCKOM, aHTINIACKOM, GPaHLly3CKOM A3bIKax.

SYMBOL WS-20-LCD-SALTO WS-25-LCD-SALTO

Maximum flow

Resin volume 201 25|
Exchange capacity 56° dH x m 71°dH x m
Avg water usage per regeneration 1801

Avg salt usage per regeneration 38kg 38kg
Dimensions (w/d/h) 29/50/110 cm 29/50/110 cm
Vessel tank dimensions (i/h) 8"/ 35" 10"/ 35"
Weight 36 kg 40 kg
Working pressure 1,5 bar -5 bar

Connection 1" 1"
Suggested number of people upto3 up to 4

12




WATER SOFTENERS %

CLARO

-SURE, I BUY IT

- Innovative, intelligent time-volume LCD controller

- Easy "press and start" system

- Mixer that allows you to adjust water hardness

- Bypass and mixer included

- Good value for money

- Quiet and fast work of the valve

- Water hardness adjustment with a mixer

- Menu available in: polish, english, spanish, french, german, italian, catalan

- IHHOBALMOHHBIN NHTenneKTyanbHbI XKK-KOHTponnep BpemeHn 1 obbema.
- MpocTan cuctema «HaxkMu Y HAUHW.,

- CmecunTenb, NO3BONALWNIA PEFYNIMPOBATb }KECTKOCTb BOAbI.

- bannac n cmecuTenb B KOMMNeKTe

- XopoLluee COOTHOLLEHME LieHbl 1 KayecTBa

- Tnxas v 6bicTpan paboTa KnamnaHa

- PerynnpoBKa »ecTKoCT/ BOAbl C MOMOLLbIO CMecuTens

- MeH0 LOCTYMHO Ha: MONbCKOM, aHTTIUACKOM, UCMAHCKOM,

bpaHLy3CcKOM, HEMELIKOM, NTanbAHCKOM, KaTaJlaHCKOM A3bIKax.

SYMBOL WS-20-LCD-CLARO WS-25-LCD-CLARO

Maximum flow 1,7m?/h

Resin volume 20| 25|
Exchange capacity 57°dH x m? 71°dH x m3
Avg water consumption for regeneration 170 1 * 180 1 *
Avg salt consumption for regeneration 3kg 35kg
Dimensions (w/d/h) 31/50/110 cm

Vessel tank dimensions (i/h) 8" /35" 9" /35"
Weight 34,5 kg

Working pressure 26 bar - 5.5 bar
Connection N

Suggested number of people upto4

*Depending on the pressure of the water

13



WATER SOFTENERS

WATER TESTERS

- Available in a set of stripes or drop-test

- BOCTYTMHbI B KauecTBe YA06HbIX B NCMOb30BaHUN
set for hardness

nMoNnocoK nnn Ha6opa ANnAa nposeAeHnA KanesibHOro
TecCTa Ha XeCTKOCTb

TEST-T Water hardness drop tests
TEST-1 Free chlorine, hardness, pH strip test
TEST-4 Iron + manganese strip test

PyEEn s Winta
Ui § hras

e T funrra mods
a3 ki RILBEY 7
st o e By

P il may

alternative outlet to the garden
aJ'IbTepHaTMBHbIﬁ BbIX0A B oropog

manometer
MaHoMmeTp

outlet
BbIXO4

flexible connection pressure reducer

rmokme coegnHuTenu penykTop
-
210-230vV prefilter
npecunsTp
4]

= 3
outflow of washings into sewage F‘
BbIMYCK B KaHannsauuo

hl—:F l overflow valve for the brine tank

|

nepenyckHoM knanaH conesoro 6aka

ATTENTION
BHUMAHMUE!

Water subjected to the solening
process should be pre-cleaned of
mechanical impurities (the best
solution is to install the filter housing
with the spun cartridges before the
water softener, e.g. string PP20)

SOFTENER

Bopa nepes npoLieccoM CMsirieHns:

ymMArdnTenb

" drainage outflow (grill)

14

OTNUB B KaHanu3auuo

[omkHa BbITb UNLTpOBaHHAS.
Mpepnonaraetcs MOHTaX uneTpa
Ha TpyGe nepep ymsirautenem
Hanpumep C CeaNMEHTaLMOHHBIM
KapTpUAKeM 13 LUHypKa
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WATER TREATMENT STATIONS AND COMPONENTS

TWO-PIECE SOFTENERS

16

- Perfect solution for houses, catering services
or hotels

- Ideal in places with increased water consumption
or extremely hard water

- Eliminate water hardness

- Automatic, electronic time-volume control valve
equipped with by-pass

- Resin tank connected with separate brine tank
- Easy to operate

- High efficiency and performance

- Menu available in: Russian, English, Spanish,
French, Turkish

- available with valves:

Nominal flow 1m’/h
Resin volume 401
Exchange capacity 114° dH x m’

Avg water consumption for regen.
Avg salt consumption for regen. 6 kg

Salt tank capacity

Dimensions (w/d/h) 25/25/177 cm
Vessel tank dimension (i/h) 10"/ 54"
Weight 122 kg

Working pressure
Working temperature
Connection

*Depending on the pressure of the water

- nieasibHo NOAXOANT ANA MECT C BbICOKM
noTpebneHnem Bofbl 11 C OUEHb >KECTKOW BOLON

- CH/XKaeT XeCTKOCTb BOAbl

- 5/IEKTPOHHbIN yNpaBAsAoLWmiA KnanaH ¢ bannacom

- MEHIO Ha pa3HbIX A3blKaX: PyCcCKnM,

AHTNUACKNIA, MONbCKUIA, NCMAHCKUIA,

dpaHLy3CKUIA, TypeLKunii

- KOJIOHHA C 3aCbINKOW U OTAENbHbIM COMNEBbIM 6akom
- MPOCTOTa 1 yA06CTBO B UCMONb30BaHUN

- BblCOKas 3pPEKTUBHOCTb U NPON3BOANTENBHOCTb

- obbem 3acbinku: 40, 70 unn 110 n

22m’/h 28m’/h
701 10|
200° dHxm® 314° dHxm’
260 | *
10,5 kg 17 kg
75 kg
33/33/177 cm 36/36/203 cm
13"/ 54" 14"/ 65"
163 kg 193 kg
2-8bar
4-30°C

T

MULTI STATIONS - COMPLEX FILTRATION

- Eliminate water hardness

- Eliminate iron and manganese

- adjust pH level

- eliminate ammonia and organic contaminants

- automatic, electronic time-volume control valve
(RX or CLACK) equipped with by-pass

- high efficiency

- easy to operate

- optional up-flow regeneration

Type
Nominal flow 17 m’/h
Resin volume 401

- NPOCTOTa 1 YA06CTBO B NCMOJIb30B- CHUXKAET XKeCTKOCTb
BOAbI

- CHUXKaeT coflepKaHuie »enes3a 1 MapraHua

- perynupyeTt ypoBeHb pH Bogpbl

- CHUXKAeT MOHbl aMMOHMSA 1 OpraHnyYecKme 3arpasHeHns
- ANEKTPOHHbIN yNpaBnAoLWmi KnanaH

(BNT, RX nnu CLACK) ¢ 6aiinacom

- MEHI0 Ha Pa3HbIX A3bIKaX : PYCCKUIA, MONbCKUNA,
AHIMMUACKWIA, NCMAHCKNIA, GPaHLy3CKNIA, TypeLKnin

- BbICOKOMPOW3BOAUTENbHAA UHAVBUAYANbHO
nopo6paHHas 3acbinka

- KOJIOHHA C 3aCbINKOW 1 OTAENbHbBIM CONEBbIM GaKoMaHUN
- BO3MOXXHOCTb pereHepauum up-fl ow

- 06bem 3acbinku: 40, 70 unn 110 n

Multi - stations

Maximum filtration efficiency 38 g (hardness 68°dT) 48 g (hardness 88°dT) 62 g (hardness 119°dT) 106 g (hardness 187° dT)

Avg water consumption for regen. 9 I/min
Avg salt consumption for regen. 48kg
Salt tank capacity 70-1001
Dimensions (w/d/h) 25/25/177 cm
Vessel tank dimension (i/h) 10"/ 54"
Approximate pressure drop 12 PSI

2,0m’/h 22m/h 28 m/h
501 701 1101
10 I/min 15 I/min 19 I/min
5kg 6 kg 10 kg
70-100 | 100-150| 150-200 |
30/30/171 cm 33/33/177 cm 36/36/203 cm
12"/ 52" 13"/ 54" 14"/ 65"
12 PSI 15 PSI 17 PSI



WATER TREATMENT STATIONS AND COMPONENTS .

IRON AND MANGANESE REMOVERS

- Reduce iron and manganese from water - CHUXKEHWe COAePXKaHWA B BOLE COeAVHEHNI

- Improve color and eliminate turbidty »Kenesa v MapraHua

- Individual controller settings and media selection - ynydueHune LiBeTa 1 ycTpaHeHne MyTHOCTU BOAbI
- Corrosion resistant tank made of fiberglass - INEKTPOHHBIV YNPABNAILMIA KnanaH

(BNT, RX nnun CLACK) c 6annacom

- IHAVBMAYanbHasA yCTaHOBKa YrpaBnAioLLero

KnamnaHa nog pasmepbl cucTembl 1 Nofo0op 3acbInku

- MEHI0 Ha pa3HbIX A3blKax: PYCCKUIN, aHMNUNCKNIA,
NOMbCKNIA, UCNAHCKNIA, GpaHLy3CKUIA, TYPeLKMia

- YCTONUMBasA K KOPPO3MM KOJIOHHA 13 CTEK/IOBOIOKHa

- B KOMMN/eKTe a3paLyOHHbIN acnupaTop 1 pacrblianTenb

- Aeration and splash nozzle included

- Menu available in: English, Spanish, French,
Turkish, Russian

- Available with valves:

Nominal flow 1,0 m'/h 15m’/h 1,7 m’/h 17 m’/h
Resin volume 401 701 10|l 1ol
Maximum Filtration efficiency 389 69 g 1109 1109
Avg water consumption for regen. 16 I/min 22 I/min 40 |/min 40 I/min
Dimensions (w/d/h) (cm) 65/38/177 731441177 75/46/203 75/46/203
Vessel tank dimensions 10"/ 54" 13" /54" 14"/ 65" 14"/ 65"
Type IRON REMOVERS

Nominal flow 1,0 m*/h 15m’/h 17 m’/h 17m’/h
Resin volume 401 701 101 10|
Maximum filtration efficiency 609 1059 160 g 160 g
Avg water consumption for regen. 15 I/min 22 l/min 38 I/min 38 I/min
Dimensions (w/d/h) (cm) 65/38/177 73/44/177 75/46/203 75/46/203
Vessel tank dimensions 10" /54" 13"/ 54" 14"/ 65" 14"/ 65"

TWIN ALTERNATING STATIONS

- Two columns and alternating work allows to - ABYXKOJIOHHan KOHCTPYKLUUA 1 nonepemeHHas
obtain high fl ow while maintaining continuous paboTa NO3BONAIOT NONYYUTb BbICOKYIO
supplementation in treated water Npon3BOAUTESNIbHOCTb MOTOKOB MNPV COXPaHeHNn
- During operation of one column, the second HeNpepbIBHOCTV MOAAYMN OUNLLEHHON BOAbI

is idle and starts working during the - B npovecce paboTbl 04HON U3 KONIOHH BTOpas

HaxoAWTCA B FOTOBHOCTU HayaTb paboTy BO Bpemst
pereHepauun nepeom

- 3NeKTPOHHbIN yrnpasnaowmi knanaH CLACK

- 5KOHOMMSA SHEPru

- 6ecnepeboiiHasa nogaya Bogbl

- nHdopMaua o TvMne 1 NoCsIeaoBaTeNbHOCTU
3aCbinKy B 6anoHbI

regeneration of the fi rst one

- Automatic CLACK controller

- Easy and intuitive maintenance

- Energy saving

- No interrupts in water supply

- Controller selected according to the size

of the station - MEHIO Ha Pa3HbIX A3blKax: PYCCKNIA, aHMNACKINIA,
- Information regarding type and sequence MOMbCKNIA, UICNAHCKNI, GPaHLY3CKIiA, TypeLiKuit
of media in a tank - AMarHoCTVKa 3a nocnegHue 60 gHen

- Diagnostics up to 60 days back - OAHOCTEPXKHEBbIV INEKTPOHHbI YNPaBASOLWMIA
- The only device with 1-core controller KnarnaH o6Cy>K1BaloLmin 2 KONOHHbI

supporting 2 columns

Operation mode Continous alternating

No. of controllers lor2*

Controller type Clack EQ ( fully automated, individually customised, according to customer needs) **
Maximum flow 6,81 m? /h***

No. of columns 2

Resin volume per column 401 501 701 1001 1501
Exchamge capacity per column 113dH xm? 142 dH x m? 176 dH x m? 284 dH x m? 426 dH x m?
Vessel tank dimensions (od/h) 10"/ 54" 12"/ 52" 13"/ 54" 14"/ 65" 16"/ 65"
Salt tank capacity 100 | 1001 1501 2001 2001
T —_ - ssis e e
Connection types 1" or 1,25", 1,5", 2" ****

* 1 controller for a single CLACK EQ set, 2 controllers for double CLACK EQ controller set
**  Controller programming takes place after providing water test results

***  Maximum flow depends on system size and feed-water pressure

**** 1" connection for single CLACK EQ controller, 1,25", 1,5", 2" for double CLACK EQ controller

17



WATER TREATMENT STATIONS AND COMPONENTS

18

VESSEL TANK

- Vessel tanks used for water treatment stations - €@MKOCTY, CrONb3yemble ANA CTaHUWiA BOAOMOATOTOBKN B

as softeners, iron removers, multi stations KauecTBe ymAruutenei, obesxxenesvparenen, MybTUCTaHLMNA

- N3rOTOBJIEH U3 MONN3TUIEHA, APMUPOBAHHOIO CTEKIOBOTIOKHOM
1 3NOKCMAHOW CMOJON

- ycuneHHas pesbba 2,5" n 4"

- B 3aBMCUMOCTM OT pa3Mepa — C OCHOBaHMeM, 6e3 0OCHOBaHUsA

1 CO WTaTUBOM

- Made of polyethylene reinforced with glass
fiber and epoxy resin

- Reinforced thread 2,5” and 4”

- Depending on the size — with base,

without baée and with tripod - MakcrmanbHoe paboyee fasnexue: 10,5 6ap
- Max working pressure: 10,5 bar - pabouas Temnepartypa: 1-50C

- Working temperature: 1-50C - MakcumanbHoe paspeskeHuie B Bakyyme: 0,17 6ap
- Max underpressure: 0,17 bar

SYMBOL / INTERNAL THREAD VESSEL SIZE - CAPACITY VESSELS WITHOUT STAND

10x17 /2,5 10x17 - 151
08x35/2,5 08x35 - 23|
09x35/2,5 09x35 - 31l
10x35/2,5 10x35 - 38|

10x54 /2,5 10x54 - 60l

12x52 /2,5 12x52 - 85I

13x54 /2,5 13x54 - 105I

14x65 /2,5 14x65 - thr. 2,5" - 148|
14x65 / 4 14x65 - thr. 4" - 148|
16x65/ 4 16x65 - thr. 4" - 188l
18x65/ 4 18x65 - thr. 4" - 2571
21x65/ 4 21x65 - thr. 4" - 344l
24x72 1 4 24x72 - thr. 4" - 4801
30x72/ 4 30x72 - thr. 4" - 728|

CONNECTION DIAGRAM OF IRON REMOVER

automatic pressure reducer
aBTOMATMUECKMI peflyKToOp AaBfieHUs

f ii.l_h_'.'

pressure reducer
peayKkTop

' b6ga-17‘|j g | check valve

06paTHbIN KnanaH

pressure switch
BbIK/toYaTeNb AaBNeHUA

re tank
yap AnA BOAb!

water intel to the pump
NoABOA BOAbI K Hacocy




WATER TREATMENT STATIONS AND COMPONENTS

SALT 25 kg

- Dedicated for media regeneration - ANfi pereHepaLyii 3acbinkm B yMArYnTensx
1 cuctemax Multi

- popma TabneTok obecneurBaet
Heob6XxoaMMbIN 1 6e3onacHbIn
npouecc 06pa3oBaHis CONEBOrO PacTBOpPa

in water soft eners and Multi-stations

LA
T

TRBLETKI SOLNE

sOL 25 kg

ION EXCHANGE RESIN - PURON

- For removing scale - ANS yAQneHUs Hakunm

- Removes hardness ions, e.g. calcium and - YAQNAET NOHbI TBEPAOCTU, HaNpuMep,
magnesium, by replacing them with sodium ions KanbUuMa 1 MarHns, 3aMeHsas nx MoHamu
- It is used in domestic and industrial water HaTpus

- WCMO/b3YETCA B BLITOBLIX 1 MPOMBILLIEHHbIX
YCTPOWCTBaX yMsr4eHns BOAbl

- pereHepupyeT C MoMoLLbio TabneTok
XI0pUAA HaTpUs — Conu

softening devices
- Regenerated by sodium chloride - salt tablets

Particle size 0.315-1.25mm
Bulk density 770 - 870 g/l
Density Bulk 1240 - 1290 g/I
Total capacity >2.0eq/L

Min depth min 600 mm
Operation temperature max 120°C

Flow rate 10-50 BV/h
Regenerant contact time Regenerant contact time
Regenerant liquor 8 - 20% Nacl (Na)
Displacement rinse volume 2-7BV/h

Fast resing 10-50BV/h

FILTER GRAVEL

High quality filter gravel designed for water treatment  BbicOKOKaueCTBEHHbIN GUBTPYIOLUIA

with a grain size of 3.0 - 5.0 mm. rpaBuii, NpefHasHauYeHHbIN ANA OUNCTKIN
Used for water filtration, most often BOAbI, C 3€PHNUCTOCTbIO 3,0 — 5,0 MM.
as ballast for filter beds. It is characterized by Mcrnonbsyetca ana GunbTpaLmm Bofbl, vatle

BCero B KauecTBe 6annacta Ana GuabTPyoLWmMX ClIoeB.
XapakTepu3yeTca BbICOKOV OAHOPOAHOCTbIO 3epHa U
BbICOKOW YCTOMYMBOCTbBIO Y MEXaHNYECKMM NOBPEXAEHUAM.
BblCcOKMe MPOYHOCTHbIE MapameTpbl MO3BONAIT 0becneynTb
LJIMTENbHbIN CPOK CNyKObl B NpoLiecce GunbTpaLum.

high grain homogeneity and high resistance to
abrasion and mechanical damage.

High strength parameters allow for a

long service life in the filtration process.

It Is.characterlzed bg. a low content 9f XapaKTepusyeTcs HU3K/M CofiepKaHneM KapboHaToB
calcium and magnesium carbonate, iron KanbLMA 1 MarHiis, COeMHEeHI Xenesa n

. . o *| 1
compounds and organic impurities. OpraHNyYecKiX NprUMeceri. llustrative photo
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WATER TREATMENT STATIONS AND COMPONENTS

CONNECTION HOSES

bathroom fittings

Hose length

é
;
|
:
|

Maximum temperature

Maximum pressure

Connection

Material

- Flexible connection hoses required for
attaching water treatment stations and

- Tnbkmne coeJHUTENIbHbIE WNaHrm, HeO6X0,U,VIMbIe
AnAa KpenneHna CraHumn BOJONOArOTOBKN 1
CaHTEXHWMKa ANA BaHHbIX KOMHaAT

T T R N

80 cm
95°C
10 bar
I
Stainless steel 316L

WASTE WATER DISPOSAL HOSE NET-FLEX

Reinforced technical hose DN12,5x3 PVC 20bar 1/2"

Reinforced technical hose - made of the highest quality soft PVC, reinforced with triple polyester yarn.
It has textile reinforcement. Suitable for the flow of water, air, food substances, plant protection products

and light chemicals under pressure. Inner diameter 12,5mm; wall thickness 3mm; nominal pressure 20bar.

I T

.-;[ - Siphon for connecting the soft ener's drain
hoses to the sewage system.
Made of durable white PP plastic.
It allows you to connect two pipes to the
stub pipes: 1/2 "and 3/4".

SIPHON FOR PUSHES

- CN$OH ANA NOAKIYEHNA LWaHroB

1A OTTOKa BOAbI B KaHanM3auuio.
W3raTosneH n3 6enoro npoyHoro MM
nnactuka. lo3sonAeT NOAKNIOUNTCA K
naTpy6ke fByx Tpy6: 1/2 floiima 1 3/4 Alonma.

INSTALLATION SET

Contains:

- WSP-WAZ - waste water hose
- WFWL1 - filter housing 1"

- BR1P - mounting plate

- PS5 - sediment cartridge

- TEST-T - water hardness test
- WRT - wrench

-SOL 25 KG - salt 25kg

- WSP-SYFON - siphon for waste water outflow

- WWNAHT WSP - wnaHr gns cnvea Bogpbl

- KY30B WFW1 - kopriyc Ha Tpybe

- BR1P - MOHTaXHblIi1 KPOHLUTENH

-MNC5 - oTCTONHMK

- TECT-T - TeCT Ha »KeCTKOCTb BO/ibl

- WRT - kntoy

- COJ1b 25 KT - conb nacteprsoBaHHasa 25 Kr
-WSP-CU®OOH - cndoH ana gpeHaxa
NOMIOCKaHWA U3 cMArynTena
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WATER TREATMENT STATIONS AND COMPONENTS

ULTRAVIOLET LAMPS

- eliminate up to 99,9% waterbonre pathogens

- do not change water physiochemical properties
- contain Phillips bulb

- used in case of bacteria presence risk

Bulb power o5 W
Connection 1/2",3/4' 1"
Working temp.

Maximum working pressure
Maximum flow

Dimensions (H x W x L)
Power supply

1400 I/h
51x6,5cm

- YHUUTOXatoT 10 99,9% 601e3HETBOPHbIX

MUKPOOPraHN3MOB

- He N3MEeHSAIT GU3NKO-XMMUYECKNE CBONCTBA BOAbI - e
- cogepkat nykosuuy Phillips

- UCMOJb3yeTcA B Cllyyae pucka NpucyTcTms

GakTepuii

55 W 110 W
3/4", 1" 1"

2-40°C
6 bar

2850 I/h 5700 I/h

113 x 6,5 cm 97 x33cm
230V /50Hz

VALVE CONTROLLER

BNT 1650

- Resistant to corrosion

- Use water during regeneration.

- The head settings are maintained up to 48
hours in the event of a power failure.

- The BNT head regenerates deposit using
the DOWN-FLOW method.

RX 63 /RX 67

- Water softening head

- Controlled by a microcomputer

- Automatic regeneration

- Provides perfect sealing inside the controller
- Long-lasting and economic operation

- Resistant to dirt and iron deposition

- Designed for 6" to 18", and 6" to 14" tanks

CLACK CK

- Piston controlled water flow

- A clear display design

- Countless configuration possibilities

- Works as a softening or filtering head

- UP-FLOW or DOWN-FLOW regeneration
- Designed for 6" to 24" tanks

- YCTOMUNBOCTb K KOPPO3nM

- Micnonb3yiite Boay BO BpemaA pereHepaLum.

- Hactpoiikn coxpaHatoTca fo 48

4acoB B CJlyyae OTK/IIOUEHNA dNIeKTPOIHEePruu.

- KnanaH ynpaBneHusa pereHepupyeT »ecTKoCTb
BOAbI C Nomolybio metoabl DOWN-FLOW.

BNT 1650

- lonoBska nA cMAryeHya Bofpl

- YnpaBnaeTca MUKPOKOMMbIOTEPOM.

- ABTOMaTMYecKan pereHepauua

- ObecneunBaeT ngeanbHylo repmMeTn3aLmio

BHYTPU KOHTponnepa

- inuTenbHaA 1 SKOHOMUYHAA SKCrTyaTaLua.

- YCTONUMB K 3arpA3HEHNAM 1 OTIIOKEHUAM »Kenesa

- MNpepnHa3HaveH ana pesepsyapos OT 6 A0 18 [1ONMOB.

RX 67

- MopLuHeBOW KOHTPOJb MOTOKa BOfbl

- YeTKnin gnsanH gucnnes

- BecuncneHHble BO3MOXHOCTY KOH$UrypaLmm

- PaboTaeT Kak cmArvatolan unv ounbTpyloLLas ronosKa.

- PereHepauua BEPXHETO MOTOKA mnun HUXXHETO NMOTOKA
- MNpepHa3HayeH ana pesepsyapos OT 6 A0 24 [IOAMOB.

CLACK CK

Nominal flow 2,0 [m3/h]
Power supply 230/12 [V]
Power consumption 5[W]
Working pressure 2,1-856 [bar]
Maximum pressure 10 [bar]
Connection 1"
Working 4-43 [°C]

4,5 [m3/h] 6 [m3/h] 6,1 [m3/h]
230/12 [V] 230/12 [V] 230/12 [V]
10 (W] 10 [W] 6 [W]
15-6,0 [bar] 1,5- 6,0 [bar] 14 - 8,6 [bar]
10 [bar] 10 [bar] 10 [bar]

1" 1" 1
4-50 [°C] 4-50 [°C] 4-43 [°C]
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FILTER HOUSINGS
GENERAL FEATURES

Treated water effectively secures installations

heating systems and houshold appliences

Wide range od filter housings enlables the customers to choose the
best option for their needs for appartments, houses and

industrail apllications

Big variety of cartridges may be used

High quality of filter hosuings is our distinquishig feature

OunwieHHas Boga 3PpPeKTVBHO 3almLaeT YCTAaHOBKM
CUCTEMbI OTOMJIEHUA N ObITOBbIE NPMHAANIEXKHOCTY

LLInpOKNU acCOPTUMEHT KOpNyCoB GUNbTPOB NO3BOJAET KNMEHTaM BbIOMpaTb
YU BapUaAHT ANA UX HYXXA oNa KBapTup, ZOMOB Y MPOMbILLAEHHOCTHN

Mo>HO ncnonb3oBaTb 6oNbLIOe pa3HOOOpPa3ne KapTPULKen
Bbicokoe KauecTBO GUIbTPOB ABAAETCA HALLEN OTANYNTENBHOW YepTomn




FILTER HOUSINGS




FILTER HOUSING
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AQWELL - FILTER PRESSURE REDUCER

- Filtration of solid contaminants: sand, silt,

rust, scale

- Optional vertical/horizontal/angle installation

- Adjustable connection 1" and 3/4" (both sizes MIP and FIP)
- Backwash system ensuring easy maintenance

- Posibility of water drain directly into the sewer

- Twist & Clean system - filter housing cleaning without

water access interruption

- GUNbTpaLVA MeXaHNYeCKUX 3arpA3HeHNI: Necka, 1na, PXKaBUMHbI, HAKUMN

- yCTaHOBKa Ha BEPTVKaJIbHOW FOPU3OHTaNIbHON TPy6e, a Take nog yrnom

- yHUBepcanbHoe coefunHeHmne 1" 1 3/4" (ob6a pasmepa MIP un FIP)

- MPOCTOe 06CyKMBaHMe 06PaTHON NMPOMbIBKU. [JOCTaTOYHO OTKPYTUTb BEHTWIb
- BO3MOXXHOCTb OTBO/Ia MPOMbIBOUYHO BOAbI MPAMO B KaHanM3auuio

- cuctema Twist & Clean - ounctka Koprnyca dunbTpa UsHyTpu, 6e3

HeobxoaAMMOCTI 3a KpblBaTb BOAY

/[ .

f.

Inlet pressure
QOutlet pressure

Working pressure
Working temperature
Connection size
Filtration size

Output water flow
Weight

Size

Connection space

AQWELL AUTO

T
F

max. 8 bar

rear pressure adjustment 2-6 bar
min. 1,5 bar

5-30°C

¥%"and 1"

40 pm.

4m3 /h

2,3kg

160x95x360 mm

95 mm (without semi-connectors)

NEW PRODUCT

Auto Flushing Module (dual power supply) with Mogynb aBTOMaTMUYeCcKo NPOMbIBKM

scraper saves time and effort routine maintenance. (ABONHOMN UCTOYHMK MUTAHWSA), SKOHOMUT BPeMsA 1
Choose from auto, semi-auto, manual, and manual on CUJTbl Ha MNaHOBOE OBCNyKMBaHNE.

HD touch screen to enable system to flush automatically BbiGop aBTOMATMUYECKOTO, NOJTyaBTOMATUYECKOrO,

on a preset schedule

Internal power
External power
Temperature

Flush Runtime

Flush Frequency

PYYHOTO PEXIVMA Ha CEHCOPHOM 3KPaHe BbICOKOM
UETKOCTM /11 aBTOMATNYECKOM MPOMbIBKI CUCTEMbI
no 3ajaHHOMY PacrnmcaHmio

3x AA battery (not included)
100-240V ~50/60 Hz (included)
5-40°C

15/30/45/60/90s

1-99 days



FILTER HOUSING

NEW PRODUCT

MINI AQWELL FK / FF

- Adjustable connection 3/4" and 1"

- 40 micron folter made of stainless steel
- Effictively prevent the damage to
household water pipelines and water
equipment caused by high water p
pressure of water hammer

m WF FK MiniAqwell | WF FF MiniAqwell

Water flow

Rater Total Net Water Volume
Applicable Water Pressure
Applicable Water Quality
Applicable Water Temperature
Filtration Accuracy

Connector size

Size

Pressure reductor

MANOAQWELL

- The manometer is used to measure the
pressure of liquids in closed systems.

- It is filled with glycerin, making it resistant
to shocks and vibrations.

- Suitable for measuring the pressure of
gases and liquids that do not react with
copper alloys. Nominal size: 41 mm

- Accuracy class: 1.6

- Measuring range: 0-16 bar

- Permissible temperature: ambient

from -20 to +60 °C; medium max. +60°C

- Central connection: copper alloy, BSP 1/4"
external thread

- Mechanism: copper alloy

I I T

NETSS - AQWELL / MINIAQWELL

- Adjustable connection 3/4" and 1"

- 40 micron folter made of stainless steel
- Effictively prevent the damage to
household water pipelines and water
equipment caused by high water p
pressure of water hammer

31,5x14,8 cm

- YHuBepcanbHoe coefjuHeHune 3/4" n 1"

- OQunbTp 13 HepKaBetoLen cTann 40 MUKPOH
- PenykTop faBneHvs npefoTBpallaet

OT NoBpeXAeHNA BOAONPOBOAA 1

BOJHOro 060pyA0BaHNsA, Bbi3BaHHOE
BbICOKUM AaBnieHnaM (moaenb MA4)

3m3 /h
1000m?
0.15~1MPa

Minicipal tap water

5°~40°C
40 pm.
1" or 3/4"
20,7x15,3 cm
included not included

- MaHomeTp ncnonb3yeTca Ana usmepeHna
[laBNeHne XNAKOCTEN B 3aKPbITbIX CMCTEMAX.

- OH HanosHeH rM1LepPrHOM, YTO AieflaeT ero yCToNYMBbIM
K yaapam v Bubpauuu.

- [MopgxoauT ana namepeHna faBneHna

rasoB W *KNAKOCTW, He BCTYNawLme B peakLmto ¢
mefbto. HoMuHanbHbIn pasmep: 41 mm

- Knacc ToyHoctu: 1,6

- [InanasoH namepeHus: 0-16 6ap

- [lonyctumas Temnepatypa: oKkpy»katowas cpeaa

ot -20 po +60°C; cpepHuii makc. +60°C

- LleHTpanbHoe coefjmHeHune: MefHbIn crnnas, BSP 1/4"
BHeLLHAA pe3bba

- MexaHn3m: MefiHbI CnnaB

NEW PRODUCT

- YHuBepcanbHoe coefinHeHne 3/4"n 1"

- QunbTp 13 HepxaBetoLle cTany 40 MAKPOH
- PepykTop faBneHvsa npepoTepallaet

OT NOBPEeXAeHNA BOJOMPOBOAA U

BOJHOro 060pyA0BaHNsA, BbI3BaHHOE
BbICOKUM faBneHusm (mogenb MA4)

Mini Aqwell



FILTER HOUSING

NEW PRODUCT

1ZZI

@ Innovation @ Security @ Convenience

- patented innovative solutions
- increased durability due to the use of PET raw material

- hygienic replacement of cartridges thanks to the water drain
- quick installation

- convenient installation - on the left or right side

- increased water flow

- "Click" system protecting against over-twisting

- 3anaTeHTOBaHHOE MHHOBALIMIOHHOE peLleHna

- NOBbILIEHHAA MPOYHOCTb 3a CYET NCNONb30BaHNA MaTepumana MN3T
- [MrreHnyYHan 3ameHa KapTpuaxa 6narogapsa cnvBy BOfbl

- BbICTPbIN MOHTaX

- yaobHas ycTaHOBKa — C JIEBOI UMM MPaBOW CTOPOHbI

- YBenmyeHHbIN NOTOK BOAbI l
- Cuctema «Click» ana 3awmbl OT NepeKkpyymBaHnNA !

Degrees of filtration

Dimensions (w/d/h) 14/15/37 cm
Connection 1" male thread
Cartridge size 10"

Maximum working pressure 8 bar
Working temperature 2-35°C

Water flow 2m’/h
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FILTER HOUSING

ENTRY 2 1Z2Z]

NEW PRODUCT

- patented innovative solutions

- increased durability due to the use

of PET raw material

- hygienic replacement of cartridges thanks

to the water drain

- quick installation

- convenient installation - on the left or right side
- increased water flow

- "Click" system protecting against over-twisting

Degrees of filtration 2

Dimensions (w/d/h )

Connection

Cartridge size 10"
Maximum working pressure 8 bar
Working temperature 2-35°C
Water flow 2m’/h

ENTRY 3 1Z2Z]

30/15/37 cm

1" male thread

3anaTeHTOBaHHOE MHHOBALMIOHHOE peLleHus
- MOBbILIEHHAsA NMPOYHOCTb 3a CUeT
ncnonb3oBaHmA MaTeprana M3T

- [MrmeHnyYHas 3ameHa KapTpuaKa bnarogaps
CBY BOLbl

- BbICTpPbIN MOHTaX

- ynobHas ycTaHOBKa — C IEBOW N

npaBo CTOPOHbI

- YBENNYEHHDI NOTOK BOAbI

- Cnctema «Click» gna sawuTbl ot
nepekpyunBaHuna

NEW PRODUCT

- patented innovative solutions

- increased durability due to the use

of PET raw material

- hygienic replacement of cartridges thanks

to the water drain

- quick installation

- convenient installation - on the left or right side
- increased water flow

- "Click" system protecting against over-twisting

Degrees of filtration 3

Dimensions (w/d/h)

Connection

Cartridge size 10"
Maximum working pressure 8 bar
Working temperature 2-35°C
Water flow 2m’/h

45/15/37 cm

1" male thread

3anaTeHTOBaHHOE NHHOBALMOHHOE peLleHns
- MOBbILIEHHAA MPOYHOCTb 3a cYeT
ncnonb3oBaHma Matepuana MN3T

- [UrneHnyHan 3ameHa KapTpuaxa 6naropaps
CMBY BOfAbl

- BbICTPbIN MOHTaX

- yRobHasA ycTaHOBKa — C NeBOW 1nu

NpaBoi CTOPOHbI

- YBenunyeHHbI NOTOK BOAbI

- Cuctema «Click» ans 3awutbl ot
nepekpyurBaHua
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FILTER HOUSING

EMI-PROTECT FILTER HOUSING

- The most innovative antibacterial technology

- Zinc — based antibacterial substance — does not migrate
to the surrounding environment (confirmed in an
independent test according to (EU) No. 10/2011)

- protection against biofi Im formation — conglomeration of
bacteria deposited on a housing surface

- Increased durability allows work at 8 bar pressure

- modern head equipped with pressure relief valve and
brass inserts

arrow indicates fl ow direction, which helps in proper
housing installation

double o-rings provide leak proof protection

- BPA free

Connection 172"
Size

Working temperature

Maximum working pressure

Height

Width

camas COBpeMeHHasn aHT1baKTepuanbHas

1 aHTVCENTMYecKasn TEXHOMOrnA

- 3alMLiaeT nepep 6uonneHKon BHyTpuU Kopryca

- OXpaHAeT OT pa3BnTUA baKTepuanbHO

$NIOPbI U CHIKAET PYCK MUKPOOMOIOrMYo Kopposnn
- NPOAJIEHHbI CPOK CNY6bl ¥ MPOYHOCTbL Kopryca

- He COAePKNT HaHOMATEPVasOB U TAXKENbIX METaI0B
- COBMECTVIMbIiA C 6ONBLUMHCTBOM KapTpuaKei

Ha pblHKe

- ABa OPUHIa AnA nyyen naoTHOCT

- NaTeHT 3anAB/eH

WFW 12 EMI WFW 34 EMI WFW 1EMI
PROTECT KPL PROTECT KPL PROTECT KPL
I

3/4"
10"
2-35°C
8 bar
32 (cm)
11 (cm)

EMI FILTER HOUSING

- Increased durability allows work at 8 bar pressure
- Modern head equipped with pressure relief

valve and brass inserts

- Arrow indicates flow direction,

which helps in proper housing installation

- Double o-rings provide leak proof protection

- BPA free

- Also available in a set

EusTe Connection 172" 3/4" 1"
—
ey Working temperature
== Maximum working pressure
W == Height 19,5 (cm)
width 11 (cm)

- BbICOKOTMPOYHbI KOPMYC, COCOBHBIN paboTaTb Npu
faBneHun o 8 bap

- COBpeMeHHas rofloBa C OTBEPCTBUEM U NAaTYHHbIMM
3nemeHTamMm

- yKasaTesib HarpasneHus BOAbl MOMaratoLmi

B NPaBuiIbHOM MOHTaxe GunbTpa

- 1Ba OPUWHra rapaHTupytoLme nioTHOCTb coeNHEeHNA
- He copepxaT BPA, 6e3onacHbl Ans 340poBbA

- AOCTYMHbI B KOMIMJIEKTE

172" 3/4" 1
2-35°C
8 bar
32 (cm)
11 (cm)

5" 10" 5" 10"
R WFW12/5 EMI WFWI12 EMI WFW12/5 EMI KPL
‘Q L WFW34/5 EMI WFW34 EMI WFW34/5 EMI KPL
WFW1/5 EMI WFWI1 EMI WFW1/5 EMI KPL

WFW12 EMI KPL
WFW34 EMI KPL
WFWI1 EMI KPL

10"

WFWI12 EMI KPL MAXI
WFW34 EMI KPL MAXI
WFW1 EMI KPL MAXI

* The EMI KPL set includes: filter housing WFW, BR1P mounting plate, WRT wrench, screws, cardboard box.
** The EMI KPL MAXI set includes: filter housing WFW, BR1P mounting plate, WRT wrench, screws, cardboard box, Timestrip, spun cartridge

EMI KPL MAXI

EMI EMI KPL
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FILTER HOUSING

ENTRY TWO-STAGE FILTER SYSTEM

- Mechanical and conditioning fi Itration - onTUManbHas GUILTPALMA: MexaHMYecKas

- Confi guration according to customer needs 1 3acbinHan |
- High effi ciency - KOHOWrypauys B COOTBETCTBUM C TPe6OBaHUAMMN
- Compatible with most cartridges KnveHTa

available in the market - BbICOKaA Npon3BoanNTeNIbHOCTb 3
- COBMECTUMOCTb C 60ﬂbIJJI/IHCTBOM KapTpugxen

- BPA free

Ha pbiHKe ¢unbTpauun

- He copepkat BPA, 6econacHble 415 BalIero 30opoBbs

- 5KOHOMUYHbIE 1 NPOCTble B yCTaHOBKE

- Economical and easy to install

; | ! sl
Connection 2" 34 1 I <= = X
Working temperature 2-35°C ¥
Maximum working pressure 8 bar

Housing type EMI 1771

Dimensions ( w/d/h) 35x15x38cm 30x 15 x 37 cm

EMI - brass connection 1ZZ1 1" male thread

EMI THREE GE FILTER SYSTEM

- Mechanical and conditioning fi Itration - onTUMarnbHasa GUNBTPaLMA: MeXaHNYecKasn
- Confi guration according to customer needs 1 3acbinHas

- High effi ciency - KOHGUrypauya B COOTBETCTBUN C

- Compatible with most cartridges Tpe6oBaHNAMY KnneHTa

available in the market - BbICOKas MPOM3BOAUTENIbHOCTb

- BPA free - COBMECTVMOCTb C 60MbLINMHCTBOM

KapTpuaKen Ha pbiHKe dunbTpaymm

- He cofiepkaT BPA, 6econacHble Ans Bawlero
300pPOBbA

- 5KOHOMUYHbIE 1 MPOCTbIE B yCTAaHOBKE

- Economical and easy to install

Connection 172" 314" 1

Working temperature 2-35°C

Maximum working pressure 8 bar

Housing type EMI 1271
Dimensions ( w/d/h) 38 x14x38cm 45 x15x 37 cm

EMI - brass connection 1ZZ1 1" male thread
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FILTER HOUSING

POLYAMIDE HOUSING FOR HOT WATER FILTRATION

- Light construction - lerkas KOHCTPyKUuMA

- Reinforced with fi berglass - YKpenjieHHasn CTeK/10BO/IOKHOM

- Resistant to hlgh temperatures - CTOMKOCTb K BbICOKMM TemMnepatypam
- Air pressure release

- Brass inlet

- Set includes accessories

Coumol o wrvoT 4

Connection 172" 3/4"
Size 10"
Working temperature 2-95°C
Maximum working pressure 6 bar
Height 32cm 32cm
Width 13cm 13cm

ACCESSORIES / AKCECCYAPbI
Mounting bracket BR1 HOT | O-ring ORINGWFHOT | Wrench WRHOT
KpoHwrTeinH BR1 HOT | Opunr ORINGWFHOT | Kniou WRHOT

STAINLESS STEEL HOUSING - HOT WATER FILTRATION

- Can be used for the filtration of chemicals - UCNOJb3YI0TCA TaKXe ANA GUNbTPaLUM XMMUYECKUX BeLlecTs
- Resistant to high temperatures - CTOMNKOCTb K BbICOKMM TemnepaTypam

- Made of high quality stainless steel - 3rOTOBJIEHbI 113 BbICOKOKAUECTBEHHOI HEPKaBEOLLEN CTanm
- Set includes accessories - B KOMMJIEKTE KPOHLUTEVH 1 Kty

Connection 172" 3/4"
Size 10"
Working temperature 2-95°C
Maximum working pressure 6 bar
Height 31cm 31cm
Width 95cm 95cm

ACCESSORIES / AKCECCYAPDI
Mounting bracket BR1 HOT | O-ring ORINGWFHOT | Wrench WRHOT | Set of screws
KpoHwreiit BR1 HOT | Opunr ORINGWFHOT | Kntou WRHOT | Ha6op BuHTOB
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FILTER HOUSING

BIG BLUE HOUSING

- For installations requiring high effi ciency
- Double o-rings provide leak proof protection
- Resistant to several chemical substances

- Set includes accessories

Connection

Size

Working temperature
Maximum working pressure
Height

Width

ACCESSORIES / AKCECCYAPbDI

- AnA yCTaHOBOK BbICOKOW npoun3BoOANTENBbHOCTN
- ABa OPWHra, rapaHTupyloLlmne nioTHOCTb
- CTOMKOCTb K HEKOTOPbIM XMNYECKM BeLLeCTBamM

1 %" 1
20" BB
4-38°C
6 bar
60 cm

18cm

Mounting bracket BRBB | O-ring ORINGBB2-2 x2 | Wrench / WRBB-2 | Set of screws
KpoHwreinn BRBB | Opunr ORINGBB2 x2 | Kniou WRBB-2 | Habop BuHTOB

1"

BIG BLUE TRANSPARENT HOUSING

- For installations requiring high effi ciency
- Double o-rings provide leak proof protection
- Transparent housing allows evaluation of cartridge

contamination
- Set includes accessories

Connection

Symbol

Working temperature
Maximum working pressure
Height

Width

ACCESSORIES / AKCECCYAPbDI

- INA YCTaHOBOK BbICOKOW MPON3BOANTENIbHOCTH
- 1Ba OPVHTa, rapaHTrpyoL1e MIoTHOCTb
- MPO3pPayHbIN KOPMYC, MO3BONALMIA BU3YanbHO

OUEeHUTb CTeneHb

3arpAsHeHunA
1%" 1
20" BB
4-38°C
6 bar
60 cm
18 cm

Mounting bracket / Wrench / WRBB-2 | Set of screws

KpoHwrteiit BRBB | Kniou WRBB-2 | Habop BrHTOB

11"
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‘ FILTER HOUSING

32

20” SLIM-TYPE HOUSINGS

- For installations requiring high effi ciency - INA YCTaHOBOK BbICOKOW MPOU3BOAUTENIbHOCTM
- Available with and without brass insert - NoAK/MoYeHNe — NaTyHHasA BTbluka

Connection 3/4

Size 20"

Working temperature 2-30°C

Maximum working pressure 6 bar

Bowl blue

Height 58 cm

Width 135cm

ACCESSORIES / AKCECCYAPbDI

Mounting bracket / BR1L | Wrench / WRT-SLIM- | Set of screws

KpoHwrein BRIL | Kntou WRT-SLIM | Habop BrHTOB

MATTEO - FOUR STAGE CLEANING WATER SYSTEM

Filtering stage:

The Aqwell backwash filter with a pressure regulator and a pressure
gauge to indicate the water pressure in the plant.

Removal of solid contaminants like, sand rust, scale, etc. with a particle
size above 40 pm.

Backwash system: simple backwash processing. Just one valve needs to
be opened. The backwash water can be discharged directly to the drain.
TWIST & CLEAN system: cleaning the fi lter housing from the inside
without shutting the water supply in the plant - just twist the bottom
housing part.

2nd filtering stage:

Replaceable foam filter for solid particles above 5 pm.

3rd filtering stage:

BL20BB replaceable activated carbon block filter: improves the colour,
taste and smell of water, significantly reducing free chlorine and heavy
metal contents

4th filtering stage:

UV lamp which emits radiation deadly to bacteria and microorganisms.
Kills up to 99.9% of bacteria without changing the chemical composition
of water.

System components:

« Powder-coated steel rack

« 40 pm coarse filter with backwash

« Inline piping housings, 2 pcs.

« Replaceable fi lter elements: 1x foam fi lter + 1x activated carbon filter
« Coarse filter and inline piping housing service spanners

« UV lamp with filament bulb

« UV lamp power supply with fi lament burn-out alarm

« Installation manual

| ctyneHb ¢punbrpaunn

CamonpombiBatowumiicsa punbtp Aqwell ¢ pegyktopom
[laBNeHNs, MaHOMETPOM 13MePAIOLLM AaBrene Boabl

B MHCTanALMUN.

OunbTpauma TBEPAbIX NPUMECe, TaknX Kak: Necok,
PXKaBUMHA, HAKMMNV 1 T.[. C pa3MepoM YacTuL 6onee 40 MKM.
Cunctema BACKWASH - npocToe ynpaBneHue o6paTHoi
NPOMbIBKI. Bce, UTo BaM HY>HO CAenaTb, 3TO OTKPbITb
OfIH KnanaH. Bo3MOXHOCTb CI1Ba BOAbl 113 NPOMbIBKY
HenocpefCTBeHHO B KaHanm3auuio. Cuctema

TWIST & CLEAN - ouncTtka Koprnyca ¢unbtpa nsHyTpu 6e3
HeobXOAVMMOCTU OTK/IOUEHMA BOAbI B YCTAaHOBKE MyTem
MoBOPOTa HIKHEl YacTu Kopryca.

Il creneHb punbTpayun:

CMeHHbIV GUNBTP 13 NOAMNPONUIEHOBON NEHKK,
3afepKMBalOLLMIA TBEPAbIE NPUMecH 6onee 5 MKM.

11l creneHb dpunbTpayun:

CMeHHbIN GUIBTP 13 CNeYEeHHOTO aKTUBNPOBAHHOMO
yrna BL20BB - ynyywaeT useT, BKYC 1 3anax BoAbl,
3HAUNTENbHO CHIXKAEeT CoflepKaHne CBO6OAHOTo

X710pa U TAKENbIX MeTasIoB, COfePXalLMXCA B BOfE.

IV creneHb ¢punbTpaymnn:

Y®-namna- ynstpadronetoBoe nsnyueHne

y6mBaeT 6akTepumn 1 MUKpoopraHnsmbl. OHa yHUUTOXaeT
110 99,9% 6akTepuii 6e3 U3MEHEHUA XMMNYECKOTO
cocTaBa BOfibl.

CocTaB cucTembl:

« CranbHas pama C MopOLIKOBbIM MOKPbITUEM

« GuNbTP NpeaBapUTENBHOMN OUNCTKM C 06paTHOMN
nNpoMbIBKO 40 MKM

« Kopnyca Ha Tpy6bl 2 wr.

« CMeHHble KapTPWKN: NeHKOBbINA 1 WT. 1 C
aKTUBUPOBAHHbIM yrnem 1 wr.

« Knioun Ans npefBapuTenbHOro GpubTpa v BCTPOEHHbIX
KoprycoB

- YnbTpadroneToBan namna C HATbIO HaKanMBaHUA

« VicTouHnK nutaHna YO-namnbl ¢ curHanmsauuen
060XKEHVA HUTW HaKanMBaHWA

« IHCTpyKLWA No ycTaHOBKe

Type Four-stage filtration system
Rated flow 1000 I/h

Supply pressure 2,5 - 4 bar

Dimensions (w xd x h) 70x30x70 cm

Power input 25 W

Weight empty 20 kg

Connection size 1"

Max. inlet turbidity 15NTU

Clean filter pressure loss 0,12 bar
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SEDIMENT CARTRIDGE

SEDIMENT CARTRIDGES SELECTION TABLE
PROBLEM CLOUDY WATER SLUDGE SAND RUST AND OTHER CONTAMINANT MICROORGANISMS

CAUSE SOLID POLLUTION + BACTERIA
PP
. : e - g L -
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ﬁFDgF'JJ&%LN STANDARD MECHANICAL INSERTS REUSABLE CARTRIDGES

* Lower micronage of a given cartridge, then a stronger filtration and larger pressure drop.

PP WOUND YARN CARTRIDGE

F - remove sediments such as sand, silt, rust - 3a71ePXKVBAIOT MEXaHMUECKNe Npumecy,
- large filtration area TaKve Kak pxaByviHa, Necok, 1
- long service life - NOBBILLEHHDBIN CPOK CYObl KapTpuaKa

- MUHMaNbHOE CHMXeHWe AaBneHna Boabl

E R T U
l i
J i PP1

1 MICRON (um) =

5 MICRONS (um) PP5/5 PP7/5 PPS

10 MICRONS (um) = PP10

20 MICRONS (um) - PP7/20 PP20

50 MICRONS (um) = PP50

100 MICRONS (um) - PP100

SIZE 127+1 x 58+0,5 mm 255+1 x 55+0,5 MM

SERVICE LIFE* max 6 (months)

TEMPERATURE 250

FLOW RATE 15 (I/min) 25 (I/min) 35 (I/min)
N

1 MICRON (urm) - - - -

5 MICRONS (pum) PP5-L PP5M10BB PP5M20BB PPSM PLUS

10 MICRONS (um) = - - _

20 MICRONS (um) PP20-L PP20M10BB PP20M20BB PP20M PLUS

50 MICRONS (um) - - - -

100 MICRONS (um) - - - -

SIZE 510+1 x 58+0,5 mm 260+1 x 103+0,5 mm 510+1 x 103+0,5 mm 510+1 x 103+0,5 mm
SERVICE LIFE* max 6 (months)

WORKING TEMPERATURE 2-45 (°Q)

FLOW RATE 35 (I/min) 40 (I/min) 60 (I/min) 60 (I/min)

*depends on feed-water quality
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SEDIMENT CARTRIDGE

PP MELTBLOWN CARTRIDGE

- remove sediments such as sand, silt, rust
- gradient structure increases cartridge life

- efficiently stop impurities due to depth filtration
- MORE™ technology in 5 and 20um cartridges

increases effective filtration area

- made of polypropylen with meltblown technology

1 MICRON (pm) PS1/5

5 MICRONS (um) PS5/5

10 MICRONS (um) PS10/5

20 MICRONS (um) PS20/5

50 MICRONS (um) PS50/5

SIZE 127+1 x 60+0,5 mm

SERVICE LIFE*

WORKING TEMPERATURE

FLOW RATE 15 (I/min)

- 33[1ePXKMBAIOT MeXaHWYeCKre Nprmecy,
TaKve Kak pKaBurHa, Necok, 1

- MOBbILIEHHbIN CPOK CNYXObl KapTpWIKa
6narofjaps rpafneHTHON KOHCTPYKL MM

- 5GGEKTVBHO 3a1ePXKMBAIOT NMPUMECH
6naroaaps rnyouHHOM GunbTPaLmUm

- TexHonorvua MORE™ (ana kapTpuaxen
5,20 MKm) yBenmnumsaeT 3GGeKTMBHOCTb

dunbTpaumm

PS5M/7

PS20M/7

127+1 x 60+0,5 mm

max 6 (months)

2-40 (°C)

15 (I/min)

PP1

PS5

PS10

PSs20

PS50

253+1 x 60+0,5 mm

25 (I/min)

T IR N T

1 MICRON (um) PS1IM10BB

5 MICRONS (um) PS5M10BB

10 MICRONS (um) PS10M10BB

20 MICRONS (um) PS20M10BB

50 MICRONS (um) PS50M10BB

SIZE 2531 x 110£0,5 mm
SERVICE LIFE*

WORKING TEMPERATURE

FLOW RATE 40 (I/min)

* Dependent on inlet water quality and filter size.

PSIM20BB

PS5M20BB

PS10M20BB

PS20M20BB

PS50M20BB

5101 x 110405 mm

max 6 (months)

2-40 (°C)

60 (I/min)

PS1-L
PS5-L
PS10-L
PS20-L
PS50-L

51041 x 60+0,5 mm

35 (I/min)
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. SEDIMENT CARTRIDGE

ACTIVE FACTOR
ON ZINC BASE

ANTIBACTERIAL PP MELTBLOW CARTRIDGE

THE MOST ADVANCED, ANTIBACTERIAL
SEDIMENT CARTRIDGES
MADE OF POLYPROPYLENE NONWOVEN

- It kills bacteria, including coli and staphylococcus - Increased
cartridge life by 50%

- Material tested by the Department of Immunology and Infectious
Biology of the University of Lodz and by the Italian ones an
internationally accredited laboratory

- Unlike other antibacterial substances, it is not released into the
environment. It does not contain nanomaterials nor heavy metals
- Stops solid contaminants such as: rust, sand, silt and suspended
solids

- A -modern technological process fully supervised by native
engineers and technologists

- Demonstrates bactericidal activity - confirmed by independent
studies in several different laboratories and according to
1S022196 and JIS Z 2801

- Patent pending

- Depth filtration enables more effective filtration compared to
surface filtration. The cartridge stops more pollution, which
translates into its longer life

- The three-layer structure provides a gradient structure (the
micronage decreases to the inside of the insert), which makes it
longer service life

- The wear indicator tells you when the cartridge needs to be
replaced. The appearance of the logo indicates the wear of the
cartridge

CAMBIE TYYLINE CEAVMETALIIOHHDBIE
KAPTPULXM C AHTUBAKTEPVANIBHOW OYHKLIEW,
NPOM3BEAEHbI C NOMMNPOMMAEHOBOW MEHKM

- YoviBaeT bakTepuu, BK. Coli 1 CTadUNOKOKK, UTO NPOAIMBAET CPOK
Cny6bl KapTpuaka Ha 50%

- Matepuan vccnefosaH akKpeAUTOBaHHbBIMA NONbCKMI 1
MeXayHapOAHBIMY 1a60PaTOPUAMU.

- CoxpaHAeT OKpYaloLLylo Cpefly, He COAEPXUT HaHOMATePUaros 1
TAXKENbIX META/IIOB

- OcTaHaBnMBaeT TBepAble 3arpPA3HeHNA, TaKMe Kak: PKaBUMHa, NeCok,
vnunppyrme

- CoBpemMeHHbI TEXHONOTMYECKII MPOLECC, NOHOCTbIO
KOHTPONMPYEMbI OTEYECTBEHHBIMY VHXEHEPaMI 1 TEXHONOTaMu.

- bakTepuumMaHan akTMBOCTb NOTBEPXKAEHAA HE3aBUCUMBIMI
nccnenosaHnammn cornacHo 15022196 1 JIS Z 2801

- NateHT 3anBneH

- MybuHHaa dunbTpaLmna ABnAeTcA 6onee 3GpGeKTUBHON No
CpaBHEHUM C MOBEPXHOCTHOM. KapTpuax ocTaHasnnsaeT bonblue
3arPASHEHNIA V1 YBENNUMBAETCA CPOK €ro Cry«0bl.

- TpexcnoHan 1 rpafivieHTHya CTPYKTypa

- V\neHTbidrKaTop M3HOCa UHGOPMUPYIOLLMIA O HEOOXOAVMNCTY
3ameHbl.

1 MICRON (um) PS1/5-PROTECT

5 MICRONS (um) -

SIZE 253+1 x 60+0,5 mm

SERVICE LIFE*
WORKING TEMPERATURE

FLOW RATE 25 (I/min)

* Dependent on inlet water quality and fi lter size.

PS1-PROTECT

PS5-PROTECT

25341 x 60+0,5 mm

max 9 (months)

2-40 (°Q)

25 (I/min)

T R R

5 MICRONS (pm) PS-PROTECT5M10BB

SIZE

SERVICE LIFE*

WORKING TEMPERATURE

FLOW RATE

* Dependent on inlet water quality and fi lter size.
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PS-PROTECTSM20BB

max 9 (months)

2-40 (°Q)
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SEDIMENT CARTRIDGE

PLEATED CARTRIDGE

- remove sediments such as sand, silt, rust
- reusable (up to 6 times after washing)

- BPA free

- for installations requiring high efficiency

- made of pleated polyester

5 MICRONS (um)
10 MICRONS (um)

20 MICRONS (um)

EL10

EL 20

EL5M10BB

EL20M10BB

- 3a[1ePXVBAIOT MEXaHMUECKIe NPUMECH, TaKMe KaK PaBUMHA, NECOK, 1N
- MHOrOPa30BOoro UCMOb30BaHUA (40 6 MPOMBIBOK)
- He copiepaT BPA, 6e3onacHbl AN 300poBbA

- NpeaHa3sHaueHbl 415 60MbLIKX MOTOKOB

- U3roTOBJIEHbI 113 FOGPUPOBAHHOIO NONN3CTEPa

I o T N

EL5M20BB

EL20M20BB

SIZE 25041 x 67+0,5 mm 25041 x 112+0,5 mm 509+1 x 114+0,5 mm
SERVICE LIFE* max 6 (months)
WORKING
- 8]
TEMPERATURE 4570
FLOW RATE 25 (I/min) 40 (I/min) 60 (I/min)

NET CARTRIDGE

- remove sediments such as sand, silt, rust
- reusable

- for installations requiring high efficiency
- sitffened construction

- 33[1ePXMBAIOT MeXaHMYecK1e npuvecy,
TaKMe KaK pXXaBuMHa, Mecok, un

- MHOrOPa30BOrO VCMOMb30BaHNA

- NpefHasHaveHbl AnA GONbLUNX NOTOKOB
- YKpeneHHan KOHCTPYKUMA

SYMBOL NET5

10 MICRONS (pm) 70 70

SIZE 12741 x 68+0,5 mm 2501 x 68+0,5 mm
SERVICE LIFE* max 6 (months)

R U 270 C0)

FLOW RATE 20 (I/min) 30 (I/min)

DISC CARTRIDGE

- remove sediments such as sand, silt, rust

- for installations requiring high efficiency

- increased resistance to contaminants

- recommended for garden and lawn irrigation

- 3alePXMNBaloT MeEXaHNYEeCKMe npumecH,
TaKue Kak pxaBumHa, Necok, un

- MHOropa3oBOro VCMoNb30BaHNA

- MpeAHasHaveHbl aAna 60/bLIMX NMOTOKOB

- NOBbIlLEHHAA YCTONUMBOCTb K NPUMECAM
- PeKoMeHA0BaHbl ANA CafoBO-OropoAHbIX
NPUCNOCOBNEHIUI 1 OPOLIEHNA

30 MICRONS (um) DSC30

70 MICRONS (pm) DSC70

SIZE 25241 x 80+05 mm
WORKING

TEMPERATURE 230(°0)

FLOW RATE 30 (i/min)

*depends on feed-water quality

hlll_
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SEDIMENT CARTRIDGE

PP YARN CARTRIGE FOR

- remove sediments such as sand, silt, rust - 3a[ePXKMBAIOT TBEP/AbIE 3arPAZHIATENN, TAKUE KaK:
- large filtration area PXaBUHa, NECOK, N . ;
- efficiently stop impurities due to depth filtration - YBEIMHEHHBIM CPOK CITyKObI KapTprpka bnaroAapa

. f rPafnNeHTHON CTPYKTYpe
- long service life

- 3bbeKTMBHO 3aepPK1BaloT 3arpAHAIoLLE BELeCTBa

6naronaps ry6okoin dprnsTpaLmm
- YCTONUMB K BBICOKMM TemnepaTtypam

5 MICRONS (pum) PP HOT

SIZE 255+1 x 58+0,5 mm
SERVICE LIFE* max 6 (months)
WORKING 2-80 ()
TEMPERATURE

FLOW RATE 25 (I/min)

*depends on feed-water quality

NET STAINLESS STEEL CARTRIDGE

- remove sediments such as sand, silt, rust - 331ePXKVBAIOT TBEP/bIE 3arPA3HMTENM, TaKME KaK: PKaBUMHA, NECOK, un

- reusable - ANl MHOTOKPATHOTO MCMOMb30BaHA

_ resistant to most chemicals - YCTOMUMB K OONbLUMHCTBY XUMUKATOB

- for installations requiring high efficiency - NpeaHasHavuer An1A 6oMblyX NOTOKoB

__ lo'lBB ZOl.BB

SYMBOL NETSS NETSS10BB NETSS20BB
MICRON RATING (pm) 150 150 150
SIZE 254+1 x 65+0,5 mm 254+]1 x 65+0,5 mm 254+1 x 65+0,5 mm
SERVICE LIFE* max 6 (months) max 6 (months) max 6 (months)
WORKING TEMPERATURE 2-95(°Q) 2-95(°Q) 2-95 (°0)
FLOW RATE 30 (I/min) 30 (I/min) 30 (I/min)

*depends on feed-water quality




WATER CONDITIONING FILTER CARTRIDGE

WATER CONDITIONING FILTER CARTRIDGE SELECTION TABLE

RUSTY STAINS
WHITE STAINS ON ON BATHROOM
PROBLEM UNPLEASANT SMELL, BAD TASTE BATHROOM CERAMICS, AND KITCHEN
SCALE ON THE FAUCET CERAMICS,
METALLIC TASTE
CAUSE CHLORINE AND CHLORINE COMPOUNDS HARD WATER IRON, MANGANESE

I IV R N BT

e o )

SOLUTION e £ ]

”:':f ok L
IMPREGNATION WITH

NANOSILVER CONTAINS ION CONTAINS AN
LDDTN A bR I ED PREVENTS EXCHANGE INSOLUBLE
DEVELOPMENT RESIN CATALYTIC RESIN

OF BACTERIAL FLORA

CARTRIDGES SERVICE LIFE DEPENDS ON FEED-WATER

SEDIMENT- CARBON CARTRIDGE

- two-stage filcration - ABYXCTyneHuatas Gpunbtpaums

- remove sediments such as sand, silt, rust 7 3ANEPAVBAIOT MEXGHVINECKNE IDUMECH,
0 . u . ’ ! u TaKMe Kak pxaB4iHa, Necok, nn

- remove chlorine and organic substances - YAQNAIT X/10P 1 OpraHuyeckmne seliecTsa

- improve taste and smell of water - YyHLIAIOT BKYC V1 3aMax BOAb!

- KAPTPWIXKM U3rOTOBNEH 13
NOAMNPONMNEHOBOM NEHKN 1

AKTVBMPOBAHHOTO YA |
|

E R

SYMBOL STO

MICRON RATING (pm) 10

SIZE 251+1 x 74£0,5 mm

SERVICE LIFE* max 6 (months)

WORKING TEMPERATURE 2-40 (°C)

FLOW RATE 6 (I/min)

*depends on feed-water quality
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CARBON BLOCK

- eliminate chlorine and organic substances - YAANAOT XN10P 1 OPraHn4eckre seLecTsa

- improve taste and smell of water - YlydwatoT BKyC 1 3anax BOAbl

_ partiallg remove Sediments - YaCTNYHO yOanAatoT MexaHn4eckne rnpmnmecun

m_n_—m

SYMBOL BL10BB BL20BB
MEON " 0 0 0
SERVICE LIFE max 6 (months)
SIZE 124+1x68+05mm  251#1x68+05mm  252+1x106+05mm  509+1x 68+05mm 51041 x 112+0,5 mm
\TNEO&PKQ\S\TURE 525(56)
FLOW RATE 3 (I/min) 5 (I/min) 12 (I/min) 10 (I/min) 18 (I/min)

CARTRIDGE WITH SILVER IMPREGNATED COCONUT SHELL

ACTIVATED CARBON

- silver prevents from microbiological growth and increases cartridge - 3alliTa OT Pa3BUTVA MUKPOOPraHM3MOB v NPpOANieHNe CpoKa
service life cnyx0bl KapTpKa bnarofapa MCNoNb3oBaHMIo cepebpa

- eliminate chlorine and organic substances - YOANAKOT XJI0P M OpraHnyeckne BellecTsa

-5 pm pre-filtration - npedmnbTpaums — 5 MKM

- improve taste and smell of water - yIyyWaloT BKYC 1 3anax oMbl

- partially remove sediments - 4aCTUYHO YAANAIT MEXaHUYECKe NprMecK

|
Sz o we Jaw

. SYMBOL GACNS GACNS10BB GACNS20BB
SIZE 251415 x 73+1 mm 251415 x 11741 mm 509415 x 11741 mm
SERVICE LIFE max 9 (months)
FLOW RATE 6 (1/min) 12 (Vmin) 18 (I/min)
WORKING
TEMPERATURE DEgy

CARTRIDGE WITH COCONUT SHELL GRANULATED

ACTIVATED CARBON

- eliminate chlorine and organic substances - YOANAKOT XJI0P 1 OpraHnyeckmne BeLlecTsa
- increased filtration efficiency - NoBbILEeHHaA SPPEKTVBHOCTb GULTPALIMN
-5 pm pre-filtration - npedunbTPaLNa — 5 MKM

- improve taste and smell of water

) ) - YNyYLatoT BKYC ¥ 3amnax BOAbl
- partially remove sediments

- 4aCTNYHO YAANAIOT MeXaHNYeCcKme nprumecn

I R N T

SYMBOL GAC/5 GAC10BB GAC20BB

SIZE 128+1,5 x 73+1 mm 251415 x 73x1 mm 251415 x 117¢1 mm 509415 x 11741 mm
SERVICE LIFE max 6 (months)

FLOW RATE 4 (I/min) 6 (I/min) 12 (I/min) 18 (I/min)
WORKING

TEMPERATURE UG



WATER CONDITIONING FILTER CARTRIDGE

SOFTENING CARTRIDGE

- remove calcium and magnesium from water - YAANAIOT 13 BOLbI COEAVHEHNA KanbLa 1 MarHna

- prevent from scale formation

- 5 um pre-filtration

- partially remove sediments

- dissolve existing scale deposits

I N N N

- NPeaoTBPALLAIT HaKMMb

- npedubTPALMA - 5 MKM

- YaCTVYHO YanAloT MexaHnJeckine npumecn
- YMEHbBLLIAIOT UMEIOLLLYIOCA HaKMMb

SYMBOL ST10 ST10BB ST20BB

SIZE 128415 x 73+t1 mm  251£1,5 x 731 mm 251+15 x 1171 mm 509+15x 73+1mm  509+15 x 1171 mm
SERVICE LIFE max 6 (months)

FLOW RATE 2 (I/min) 4 (1/min) 7 (I/min) 6 (I/min) 10 (I/min)
WORKING

TEMPERATURE 0Eg

IRON REMOVAL CARTRIDGE

- remove iron and manganese from water

- prevent from stain formation
-5 pm pre-filtration
- partially remove sediments

m_n-m

SYMBOL

SIZE 128415 x 73+1 mm

SERVICE LIFE

FLOW RATE 3 (I/min)

WORKING
TEMPERATURE

- YHAnAIoT 13 BOAbI COEAVHEHA Xefne3a 1 MapraHLia
- NpefoTBpaLLaloT 06pa3oBaHie NATEH PXKaBUMHbI

- npedunbTpaumA - 5 MKv

- 4aCTWYHO YanAloT MexaH1yeckmne npumecn

IR10 IR10BB IR20BB

251+15 x 73+1 mm 251415 x 117+1 mm 509+1,5 x 73+1 mm 509+15 x 117+1 mm

max 6 (months)
10 (I/min) 20 (I/min)

5 (I/min) 12 (I/min)

2-40 (°Q)

o

- protect from scale formation - 3aWWTa OT HaKWmK

- dissolve existing scale deposits ~ PaCTBOPAIOT UMEIOUNECA OTNOKEHMA

~extend house appliances service life - NPOANEBAIOT CPOK CI1yKObl GHITOBON Te><Hw<6v|

- create thin protective layer inside the installation, ~ ~ "'OKPPIBAIOT BHYTPEHHIOIO NOBEPXHOCTD TPYD 3ALLMTHBIM CTIOEM

’ o - YCTPpaHAIoT NATHa

preventing from scale deposition

- ter iron and manganese ~IPEQUBTPALMA — 5 MKM
Se'qL'JES R 9 - 3alePXMBatoT MeXaHYeCKne NpUMeCH, Takne Kak pxaBudnHa, |

- eliminate stains HeCoK. un

-5 um pre-filtration - NpeaHasHayeHbl 18 TeXHUYECKO / U NUTLEBOV BOAbI

- remove sediments such as sand, silt and rust

- for technical or drinking water
SYMBOL GPLF SIL i ;
FLOW RATE S (I/min)
SIZE 25115 x 731 mm
SERVICE LIFE max 6 (months) .
WORKING TEMPERATURE 2-40 (°C)
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KITCHEN AND BATHROOM FILTERS .

SHOWER FILTER AROMA

Limescale and organic pollution reduction OunbTp Ana aywa AROMA ¢ ButammHom C 1 SGUPHBIMU Macnamu.
- Relieves stress and tiredness with delicate fragrance YMeHbLUEHVIe 13BECTKOBOIO HaneTa 1 OpraHUYecKunx 3arpasHeHni
- Hydrates and protects skin from drying )

- Vitamin C for enhanced skin and hair care - [lenvikaTHbiiA 3anax CHUMaeT CTPeCC 1 yCTanocTb

- Buutamun C ynyyaeT COCTOAHUE KOXM W BONIOC
- MonouHas nyapa nuTaeT v yBRaxHAET KOXy. YCTPaHAET CyxoCTb
- MpocTol MoHTax

- Easy toinstall

CONNECTION 3
SERVICE LIFE* 72001/ 2-3 months
DIMENSIONS 155x 6 cm
WORKING e
TEMPERATURE 3000
MAX. WORKING .
PRESSURE El

*depends on feed-water quality

SHOWER FILTER SPA & CARTRIDGE

Shower filter, thanks to activated carbon from coconut shells, removes [Nywesoit ¢punetp, 6naroaapsa AKTMBMPOBAHHOMY YITIIO 13 CKOPITYMbl
chlorine which has a positive effect on our skin and hair. Purified water does KOKOCa, yRANACT XNIOP, KOTOPLIM MONOKNATENBHO BNMACT Ha Hallly

not dry the skin and does not cause irritation. The Ffilter can be mounted on KOy 1 BONOCH!. H”CT“””?DDOBBHH% BOJa He CywnT K0>Kg v He
Bbi3biBaeT pasapaxerns. OUILTP MOXHO YCTaHOBNTS Ha 6aTapeio

the tap as well as on the shower head. pasap p y P!
Kak 1 Ha Hacazke AnA Aylua.

£ STH T

FILIE TEY

Do _HOU know that... . . . AKTVBMPOBAHHbIN Yromb WMPOKO YroTpebnAeTca B KOCMETUKE.
Activated carbon has many uses in cosmetics. It cleanses the hair and scalp OuMLLAET BONOCH, KOXY FONIOBSI 1 ABNAETCA KPYTOi AOMaLLIHed

and is a great home anti-dandruff cosmetic. Recommended especially for KOCMETMKOM NPOTUB NEpXOTH. PeKOMEHAOBAHHbIiA NOMb30BaTENAM
people with excessive greasy hair - it removes impurities and sebum, giving 60PIOLMMCA C MPOBAEMON XMPHbIX BONOC- yAanaeT 3arpAsHeHns,
them indifference and freshness. In addition, it helps in the fight against KOaHHOE Cano, NpuaaeT BoIocam OGbeM U CBEXECTb.

acne, reduces itching of the skin and pain from insect bites. Kpome Toro ABnseTca OTnyHbIM CPEACTBOM B 6opb6e ¢

MPbILAMM, YMEHBLUAET 3y} KOXM 11 6076 NOCTIE YKyCa HACEKOMBIX.

CONNECTION 172" L
COLOR chrom

SERVICE LIFE* 6 months

DIMENSIONS 125x7 cm

WORKING

TEMPERATURE 2E000

MAX. WORKING

PRESSURE 6 bar

REPLACEABLE _ i

Nl Symbol: FCWFSH-S

*depends on feed-water quality

WASHING MACHINE AND DISHWASHER FILTER

- 3aLMLIAIOT OT HaKMMK
- PaCTBOPAIOT UMEIOLMECA KarbLEBbIE OTNOXEHNA
- POANEBAIOT CPOK C/yObl BLITOBOM TEXHUKM

- YCTPAHAIOT NATHA W OTNIOXEHNA

- NOBbILWAIOT 3GGEKTUBHOCTL XUMUUECKNX CPEACTB

- protect from scale deposition

- extend house appliances service life

- eliminate stains

- increase the effectiveness of detergents

-easy to installi ‘ ‘ - IPOCTOTa YCTaHOBKM
- fit every washing machine and dishwasher - NOAXOAAT 1A BCEX CTUPANBHBIX U MNOCYAOMOEYHBIX MALLWH
CONNECTION 3/4"
MAX. WORKING
PRESSURE 6 bar
SERVICE LIFE* 6000 | 70001
DIMENSIONS 155x6cm
WORKING
TEMPERATURE 230EQ

*depends on feed-water quality

43



KITCHEN AND BATHROOM FILTERS

NEW PRODUCT

TAP WATER FILTRATION

SILVER

i Delicious water straight from the tap
Premium and modern filtration system
' Improves smell and taste of your tap water
' Protects kitchen appliances against limescale
i+ Personalised functions S UST™
1 With or without osmotic membrane
' With or without mineralizing filter
'+ With chrome plated brass faucet or with black mat brass faucet
' High efficiency - 2 I/min
11 Tankness and compact
' Easy and fast cartridge exchange
Eliminates plastic bottles

TYPE Three-stage RO system - direct flow
WATER EL QU EaTe
PERFBRMANCE 600GPD
DIMENSIONS (W x D x H) 14.5 x 46 x 375 cm
OPERATING PRESSURE 1-4 bar
e

POWER SUPPLY (INPUT) 24V

POWER INPUT 70W
CONNECTIONS 1/2" x 3/8"

FAUCET CHROME BLACK MAT
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MINERALIZING IN-LINE FILTER L-VITA NEW PRODUCT

Limescale and organic pollution reduction OunbTp Ang aywa AROMA ¢ ButamuHoM C 1 3GUPHBIMU Macnamu.
- Relieves stress and tiredness with delicate fragrance YMeHblLUeHe N3BECTKOBOTO HaneTa U OpraHnyecKix 3arpasHeHnit
- Hydrates and protects skin from drying

- Vitamin C for enhanced skin and hair care - [lenviKaTHbIiA 3aMax CHUMaeT CTPECC 1 yCTanocTs

- Easy to install - Butamun C ynyuliaeT COCTORHME KOXM 11 BONIOC

- MonoyHaa nyapa N1TaeT 1 yBNaxHAET KOXY. YCTPaHAET CyXOCTb
- MpocTor MoHTax

SYMBOL VITA Q

CONNECTION 1/4" Quick connector
SERVICE LIFE* max 6 (months)
WORKING .

TEMPERATURE 20y

MAXIMUM

WORKING PRESSURE 604"

MAX. FLOW RATE 4 Vmin

DIMENSIONS (L X OD) 10"x 2"

*depends on feed-water quality

SEDIMENT IN-LINE CARTRIDGE Ld

- eliminate sediments such as sand, silt and rust - 3a[1ePXKVMBAIOT MEXAHMUECKME NPUMECH, TaKME Kak PXaBUVHa, NECOK, 1
- efficiently stop impurities due to depth flltration - 3$deKTMBHO 3apepXMBaloT Nprvecy 6naroaapa My6MHHON GuibTPaLmm

CONNECTION 1/4" 1/4" Quick connector ,

SERVICE LIFE* max 6 (months) H

N PERATURE FHOEG

WORKING PRESSURE 6 bar

MAX. FLOW RATE 4 |/min I -
DIMENSIONS (L X OD) 10"x 2"

*depends on feed-water quality

IN-LINE GRANULATED ACTIVATED CARBON CARTRIDGE

- filled with coconut shell activated carbon - 3aMONHeHbl Yrem 13 KOKOCOBOW CKOPNYMb
- eliminate chlorine and organic substances - YAANAIOT X/I0P U OpraHnyeckyie Beljectea
- improve taste and smell of water - Yy4waloT BKyC 1 3amax BOAbl

SYMBOL L-GAC L-GAC-Q

CONNECTION 4" 1/4" Quick connector IE

SERVICE LIFE* max 6 (months) il

wéjP/RIPKllz,\éGATURE 2-40 (°0)

\r;\/llééllzlllll\ngPRESSURE 6 bar

MAX. FLOW RATE 4 |/min i)
DIMENSIONS (L X OD) 10" x 2"

*depends on feed-water quality
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REVERSE OSMOSIS SYSTEM

- The most precise and efficient way of filtration in your kitchen - CAMAS BbICOKAA SOOEKTBHOCTb I MAKCUMATIbHAA OUTBTPALIVA
- Perfect quality of water BO/Ibl B TBOEM [JOME
- Removes bacteria and viruses from water - COBEPWEHHOE KAYECTBO BO/IBI

- YOANAET BAKTEPWIA 1 BUPYCbI 13 BO/bI
- 3ALLUMTA OKPYKAIOLLEV-CPE[Ibl CHMKEHWE KONMYECTBA
MNACTVKOBbBIX BY TBITOK

- Smaller plastic emision for the environment, elimination of plastic bottles

- System under the sink

Clean water available for your family at any time YnyTas BOAa BCeraa AOCTYMHa 1A TBOEK CemMbM

RO4
o

SYMBOL RO4 EMI
CONNECTION* 3/8",1/2", 3/4"
DIMENSIONS (HxWxL) 44 x 35 x 14 cm
SYSTEM CONTENT PS5, BL, TLC75, L-GAC

| 4

SYMBOL RO5 12 EMI RO5 12 WFU
CONNECTION* 3/8",1/2", 3/4"
DIMENSIONS (HxWxL) 47 x 43 x 14 cm
SYSTEM CONTENT PS20, BL, PSS, TLC75, L-GAC

SYMBOL RO6 12 EMI RO6 12 WFU
CONNECTION* 3/8",1/2", 3/4"
DIMENSIONS (HxWxL) 47 x 43 x 14 cm

SYSTEM CONTENT PS20, BL, PS5, TLC75, L-GAC, L-VITA
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- 0 &

SYMBOL R0O6 12 EMI RO6 12 WFU
CONNECTION* 3/8",1/2", 3/4"
DIMENSIONS (HxWxL) 47 x 43 x14cm

SYSTEM CONTENT PS20, BL, PS5, TLC75, L-GAC, L-MIN

RO6 YOUNG

SYMBOL RO 6 EMI YOUNG RO 6 WFU YOUNG
CONNECTION* 172"

DIMENSIONS (HxWxL) 47 x 43 x 14 cm

SYSTEM CONTENT PS20, BL, PS5, TLC75, L-GAC, L-YOUNG

SYMBOL RO7 12 EMI RO7 12 WFU
CONNECTION* 3/8",1/2", 3/4"
DIMENSIONS (HxWxL) 47 x 43 x18 cm

SYSTEM CONTENT PS20, BL, PSS, TLC75, L-GAC, L-MIN, L-BIO

SYMBOL RO8 12 EMI RO8 12 WFU
CONNECTION* 3/8",1/2", 3/4"

DIMENSIONS (HxWxL) 47x 43 x18 cm

SYSTEM CONTENT PS20, BL, PSS, TLC75, L-GAC, L-MIN, L-BIO, UVLAMP



KITCHEN AND BATHROOM FILTERS

48

BACTERIOSTATIC IN-LINE CARTRIDGE

- silver prevents from microbiological growth and increases - 3alUKTa OT Pa3BUTUA MUKPOOPTraHM3MOB Vi MPO/IEHNE CPOKa CyObl KapTpuaKa
cartridge service life 6narofaps UCMNosnb3osaHuio cepedbpa
- remove chlorine and organic substances - YRQ/IAIOT XJ10P 1 OpraHnyeckme BellecTsa
- improve taste and smell of water - Yy4laloT BKyC 1 3amax 8o/l
SYMBOL L-GAC NS L-GAC NS-Q
CONNECTION V4" 1/4" Quick connector
SERVICE LIFE* max 9 (months)
WORKING _40 (O
TEMPERATURE 240G
MAXIMUM
WORKING PRESSURE 6bar
MAX. FLOW RATE 35 I/min
DIMENSIONS (L X OD) 10" x 2"

*depends on feed-water quality

IN-LINE MINERALIZING CARTRIDGE

- enrich water with calcium and magnesium - 060rallaloT BOAY MUHEPASbHbIMY CORAMHEHNAMM (Hanp. KanbUWA 1 MarHna)
- positively impact on health - NONOXWTENBHO BAVAIOT Ha OPraHn3m
SYMBOL L-MIN L-MIN-Q
CONNECTION 4 1/4" Quick connector
SERVICE LIFE* max 9 (months)
WORKING .,
TEMPERATURE 20Fg
MAXIMUM
WORKING PRESSURE 6bar
MAX. FLOW RATE 3,5 1/min
DIMENSIONS (L X OD) 10" x 2"

*depends on feed-water quality

IN-LINE SOFTENING CARTRIDGE

- remove calcium and magnesium from water - yAAnAoT 13 BOAbI COEAMHEHNA KarbLWA 1 MarHus
- prevent from scale deposition - NPeaoTBpaLLaloT 06pasoBaHme Hakunu
SYMBOL L-SOFT L-SOFT-Q
CONNECTION 1/4* NPT 1/4" Quick connector
SERVICE LIFE* max 6 (months)
WORKING _40 (O
TEMPERATURE 240G
MAXIMUM
WORKING PRESSURE 6bar
MAX. FLOW RATE 3,5 1/min
DIMENSIONS (L X OD) 10" x 2"

*depends on feed-water quality
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IN-LINE BIOCERAMIC CARTRIDGE

Limescale and organic pollution reduction OunbTp AnA aywa AROMA ¢ ButamiHom C v SGUPHBIMU Macami.
- Relieves stress and tiredness with delicate fragrance YmeHblueHe N3BECTKOBOrO HaneTa 1 OpraHnYeckyx 3arpasHeHnin
- Hydrates and protects skin from drying

_ Vitamin C for enhanced skin and hair care - [lenvikaTHbIN 3anax CHUMAeT CTPEeCC 1 YCTanocTb

- ButamuH C ynyuyliaeT COCTOAHME KOXM 1 BONOC
- MonoyHan nyapa NuTaeT 1 yBRaKHAET KOXY. YCTPaHAET CyxoCTb
- MpoCTON MOHTax

SYMBOL L-BIO L-BIO-Q

- Easy to install

CONNECTION 1/4" NPT 1/4" Quick connector
SERVICE LIFE* max 12 (months)

N PERATURE 2Oy

WORKING PRESSURE 6 bar

MAX. FLOW RATE 4 |/min

DIMENSIONS (L X 0OD) 10" x 2"

*depends on feed-water quality

IN-LINE ALKALIZING-IONIZINGMINERALIZING CARTRIDGE

-increase pH of water, act as hyperacidity remedy - noBbiwaeT pH BOAbl, YCNOKaNBaeT CUMMTOMbI MOBbILIEHOM KUCIOTHOCTU

- lower ORP down to -400 mV Kenyaka

- water with low ORP is a perfect radical scavenger. Free radicals - noHwxatot ORP 40 -400 mV

are responsible for accelerated aging process and cancer - BOfla C HI3KMM 3HaueHrem ORP ABNAETCA OTNMUHBIM NOMNOTUTENEM CBOOOAHbIX
development pafvKanos, KOTopble OTBEYAIOT 33 GOPMUPOBAHIE W Pa3BUTHIE OMYXONEBbIX

3aboneBaHuit 1 BbICTPOE CTapeHyie OpraH13ma
- BbIAENAIOT BELLECTB, HEOOXOAMMbIE /1A MPaBUNBHOTO GYHKLMOHMPOBaHNA
OpraHu13ma, B TOM YMCAE KanbLWI, MarHui, HaTPUIA, Kanwii, Cenex, xeneso n

- release various substances beneficial for proper organism
functioning, such as calcium, magnesium, sodium, potassium,
selenium, iron, etc.

N . - MHOrve apyrue

- impact on health in a positive way - NONOXMTENLHO BAMAIOT Ha OPraHi3m
SYMBOL L-YOUNG L-YOUNG-Q
CONNECTION 1/4" NPT 1/4" Quick connector
SERVICE LIFE* max 12 (months)
WORKING -
TEMPERATURE FOG
MAXIMUM
WORKING PRESSURE 6 bar
MAX. FLOW RATE 2,5 I/min
DIMENSIONS (L X OD) 10" x 2"

*depends on feed-water quality
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WO-STAGE WATER TREATMENT SYSTEM - A

- mechanical and conditioning filtration
- configuration according to customer needs

- ONTUManbHas ¢MﬂpraL[l/lF|I MexaHu4yecKana 1 3acCbiNHaa
- KOH¢MI’ypaLMﬂ B COOTBETCTBMM C FIOTpEﬁHOCTFlMVI KnneHta

- compatible with most cartridges available in the market - COBMECTVMOCTb C 6ONbLWMHCTBOM KapTPURKet Ha phiHke
_BPA free - He copepraT BPA, 6e3onacHbl AnA BaLEro 340poBbA
- economical and easy to install - 5KOHOMMUHbIE 11 MPOCTbIE B YCTaHOBKE
CONNECTION 172" 172"
HOUSING TYPE EMI WFU
WORKING
= 0
TEMPERATURE 2=0([Eq
DIMENSIONS (HxWxL) 44 x28x15¢cm
MAX. WORKING
8 b
PRESSURE °r
PS20 + +
BL + +

Set contains: system, faucet, set of connectors, wrench, instruction manual

THREE-STAGE WATER TREATMENT SYSTEM - AQ

- mechanical and conditioning filtration
- configuration according to customer needs

- onTMmanbHas dJMﬂpraLllAﬂi MeXaHn4yecKan v 3acblnHas
- KOHd}VIpraL{MH B COOTBETCTBNM C I'IOTDE6HOCTF|MVI KnneHTa

- compatible with most cartridges available in the market - COBMECTVMOCTb C 6ONBLINHCTBOM KaPTPVKeEN Ha PbiHKe
- BPA free - He copieprkat BPA, 6e30nacHbl ANA BaLEro 340p0BbA
- economical and easy toinstall - SKOHOMWYHbIE 1 MPOCTble B YCTaHOBKe
CONNECTION 172" 172"
HOUSING TYPE EMI WFU
WORKING
= 0
TEMPERATURE 220
DIMENSIONS (HxWxL) 44 x35x15cm
MAX. WORKING
8b:
PRESSURE °r
PS20 + +
BL + +
PS5 + +

Set contains: system, faucet, set of connectors, wrench, instruction manual

FRIDGE FILTER WITH NANO SILVER T

- bacteriostatic effect - Obnapaet bakTeprocTaTuieckum AencTarem

- removes chlorine - Ynanaet xnop

- removes organic substances - YanaeT opraHuyeckiie BelecTsa

- compatible with most refrigerators, equipped - COBMECTVM C BOMBLIMHCTBOM XONOAUIBHUKOB, OCHALLEHHbIX BHELIHM GUALTPOM

with an external filter

CONNECTION 1/4" Quick connector
MAXIMUM .

FLOW RATE 35 I/min
SERVICE LIFE* 6 months
DIMENSIONS (L x OD) 10" x 2"
WORKING

TEMPERATURE 240Fg

*depends on feed-water quality
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NEUTRALIZING FILTER FOR WATER BOILER

The product is designed to neutralize the acidic reaction of the
condensate from gas boilers.

- has a positive effect on the natural environment,

- protects beneficial bacteria in home sewage treatment plants,
improving their quality,

- it does not interfere with the operation of the boiler or the
discharge of condensate from it,

- suitable for all types of boilers up to 35 kW,

- protects sewage pipes against corrosion,

- ensures constant quality of work during the entire life of the
filter,

- possibility of vertical or horizontal installation,

- extends the service life of the sewage system,

- it does not restrict the flow of condensate or air through the
drain pipe, making it compatible with both continuous and
periodic condensate drainage modes,

peaKLUMA KOHAEeHcaTa 13 ra3oBbiX KOT/IOB.

~ NONOXNTENLHO BMALT Ha OKPYXaIOLLYI0 CPesy,

- 3alUMLIAET None3Hble 6aKTepun B AOME, OUMCTHbIE COOPYXEHNA,
yAyylatoLyre ux KayecTso,

- He MeluaeT paboTe KOTNa MK CIMBY KOHAEHCaTa OT Hero,

- NOAXOANT /1A BCEX TUMOB KOTNOB 710 35 KBT,

- 3alUMLIAeT KaHaNM3aLMOHHbIe TpyObl OT KOPPO3UK,

- obecneyrBaeT NOCTOAHHOE KayecTBO PaboThl Ha BCEM NPOTAXEHUM
paboTel prnbTPa,

~ BO3MOXHOCTb BEPTVIKaNIbHOM UMW FOPU3OHTaNbHOM YCTaHOBKM,

- NpoaneBaeT CPOK Cy0Obl KaHanmsauuu,

- He OrpaHuymMBaeT NOTOK KOHAEHCaTa UM BO3fyxa Yepes
BOZJOCTOYHYIO TPYOY, UTO IeNaeT ero COBMECTUMbIM Kak C
HenpepbIBHbIM, Tak 1 C NePUOANYECKIM PEXIMaMA OTBOAA KOHAEHCaTa,
- 3alUMLIaeT OT 13BECTKOBOrO Haneta

SYMBOL WF NEUTRA L i

MAXIMUM BOILER POWER

MAXIMUM FLOW

CONDENSATE PH BEFORE NEUTRALIZATION
CONDENSATE PH AFTER NEUTRALIZATION
CONNECTION METHOD

SERVICE LIFE*

FLOW TYPE

LENGTH WITH FITTINGS

EXTERNAL DIAMETER

*depends on feed-water quality

RO MEMBRANE

- remove up to 98% substances present in water
- absolute filter (with equal pore size)

- the most accurate filtration method

- high efficiency

35 kW / 35 kBT

31/h

from1lto5

more than 8

3/4'M / F connector, 3/4" F thread or 20 mm hose stubs
6-12 months

gravity flow

235 mm

60 mm

- 113 BOAbI yAanaeTca 4o 98% vmeloLmxca nprmecei

- abCcontoTHbIN GUALTP C OANMHAKOBbIM ANAMETPOM MOP
- MaKc1ManbHaa GunbTpauma

- BbICOKafA NpOn3BOANTENBHOCTb

SYMeoL

FLOW RATE*

GAL/DAY 75,
L/DAY 285
DIMENSIONS 175" x 12"
SERVICE LIFE

MAX. FLOW

WORKING
TEMPERATURE

100,
380

Up to 5 years

2 gal/min

2-45 (°Q)

* Membrane efficiency depends on feed-water temperature and applied pressure. In case of low pressure RO pump is required.

MEMBRANE HOUSING

- two o0-rings provide leak proof protection
- compatible with most 12” membrane elements commercially
available in the market

SYMBOL YT-25

MAXIMUM WORKING PRESSURE

WORKING TEMPERATURE

- MaKCVManbHas 3allyyTa OT NpoTekaHua bnarofaps ABOMHOMY
YMNOTHEHMIO

- COBMECTMMOCTb C 6OMBLIMHCTBOM 12" 0CMOTUYECKUX
MeMOpaH,CyLECTBYIOLIVX HA PbIHKE QUABTPaLUM

|

6 bar l

2-45(°0)
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ACCESSORIES

FAUCET

TYPE SINGLE DOUBLE TRIPLE

RO TANK

- used for storing filtered water - HaKOMWTENbHblE 6aK ANA XPaHEHUA OTOUIBTPOBAHHOM BOAI
- long service life - An1TenbHaA 1 6esasapuitHan paboTa
- aesthetic appearance - 3CTETUYHBI BHEWHWUI BUA
- corrosion resistant - YCTORUMBOCTb K KOPPO3UN
T
N,

SYMBOL ROTP12 ROTP19

GROSS VOLUME 25 gal 4qal
WORKING

TEMPERATURE 138(°Q)
CONNECTION 4

RO POMP

- increases system efficiency
- recommended when water pressure is low (below 2.8 bar)

- NOBbILEHHAA NPOV3BOANTENBHOCTb CUCTEM
- UCNOMb3YeTCA NP CVILLKOM HI3KOM AaBReHN (Hixe
2,8 6ap) nopasaemoit Bogbl

SYMBOL RO-POMP

CONNECTION v
MAXIMUM PRESSURE 8,5 bar
WORKING PRESSURE 5,5 bar

DIMENSIONS (H x W x L) 16 x155x345cm

POWER SUPPLY (AC) 230V (DC) 24 V

METERS AND WATER QUALITY TESTERS -

- measure pH or total dissolved solids - Aina u3mepenma pH BoAbI UM PacTBOPEHHbIX B BOAE MUHEPanbHbIX conelt (ppm) n Sy
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ACCESSORIES

py i -
g
APPLICATION WFW EMI WFW EMI WFW EMI
3 0 .
R - - s :__,: _‘_._‘_l TYPE SINGLE / METAL DOUBLE / METAL TRIPLE / METAL TRIPLE / PLASTIC
"
SYMBOL TUBE14W TUBE14B TUBE14R
WORKING TEMPERATURE 2-40 (°C)
MAXIMUM WORKING PRESSURE 6 bar
DIAMETER 4"
COLOR WHITE BLUE RED
e e SYMBOL WR-YT WRT-SLIM WRBB-2
f WF10BBL1-2
2 WFW EM|, YTe5-2 WF10BBl12-2
i3 WF34-L
= APPLICATION WEU YT25Q WF20BB12
WF20BB112-2
- connect undercounter filter system with water supply - ANA NOACOeAMHEHNA ¢wanpy»oumx CUCTEM K CUCTEME
installation BOAOCHAOXEHNA (NOL, MONKOM)
CONNECTION 3/8” 172" 3/4" 3/4" (without hole)
- shuts off water supply to the filter system - OTK/loualoLLie Nofady BOAbl B CUCTeMy GUILTPOB
SYMBOL =\ A TA BV 1214 BV 3814
CONNECTION 172" 3/8” (without hole)

PRESSURE REDUCING VALVE

- protects against water hydraulic hits - 3aLMILAET OT rVAPaBANYECKOrO yapa
WORKING TEMPERATURE 2-40 (°Q)
OUTPUT PRESSURE 4,8 bar
MAX PRESSURE 20 bar
CONNECTION 14"
DIMENSIONS (L x OD) 105x37cm
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ACCESSORIES

BOWL TRANSPARENT WHITE
- eliminate up to 99,9% waterborne pathogens - YCTPaHAIT A0 99,9% MMKPOOPraHK3MOB 13 BOfb!
- do not change water physiochemical properties - He M3MEHAIOT QU3MUECKNX 1 XMMUYECKNX XapaKTePHCTVK BObI
- contain Phillips bulb - namnoukit Mapky Philips
- used in case of bacteria presence risk - MCNOMb3YIOTCA B MECTaX, e CyLIeCTBYeT ONacHOCTb NPUCYTCTBUA GakTepuit
SYMBOL UVLAMP UV-P5GT BULB
BULB POWER
CONNECTION 14"
MAXIMUM - T g
WORKING PRESSURE blhag AR 35%“'{53:
MAX. FLOW RATE 96 I/h
DIMENSIONS (L x OD) 26 x5cm
POWER SUPPLY 230V /50 Hz

MOUNTING CLIPS FOR IN-LINE CARTRIDGE AND MEMBRANE HOUSING

S 2"x 25" 25"x 25" ;,;" .
TYPE single single double double double : o
DRAIN SADDLE
CONNECTION
TYPE QUICK CONNECTOR JACO
AQUA-STOP VALVE

SPARE PARTS R o

BARREL INSERT JG-CLIPS CLAMP Q-C0004 LOCKING CLIP

N & N

R
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ACCESSORIES

i,
e,

56

QCSTEM ADAPTER Q/Q

SYMBOL Q-UC0404

CONNECTION 1/4Q x 1/4Q

QC STEM ADAPTER N/GZ

SYMBOL Q-SA0402 Q-SA0404

CONNECTION 1/4"N x 1/8"GZ V4N x 1/4"GZ

QC FEMALE ADAPTER Q/GW

SYMBOL Q-FA0404

CONNECTION 1/4Q x 1/4GW

QC UNION ELBOW Q/Q

SYMBOL Q-UE0404

CONNECTION 1/4Q x 1/4GQ

ELBOW WITH CHECK VALVE C

SYMBOL Q-CVv3142

CONNECTION 1/4Q x 1/8GZ

QC UNION TEE Q/Q/Q

SYMBOL Q-UT0404

CONNECTION 1/4Q x 1/4Q x 1/4Q

QC MALE RUN TEE GZ/Q/Q

SYMBOL Q-MRTO0404

CONNECTION 1/4GZ x 1/4Q x 1/4Q

QC STEM RUN TEE N/Q/Q

SYMBOL Q-SRT0404

CONNECTION 1/4T x 1/4Q x 1/4Q

NIPPLE

SYMBOL 1414

CONNECTION 1/4GZ x 1/4GZ



ACCESSORIES

AUTOMATIC SHUT OFF VALVE

[
l

CONNECTION 14" ) a’; -
%ﬁéﬁ%m 2-30 (°C) { 1
FLOW RATE 6 bar
STRAIGHT CONNECTOR WITH CHECK VALVE o~
h"""u- -
B aaac
CONNECTION 1/4Q x 1/4Q s
QC MALE ELBOW Q/GZ
>
CONNECTION 1/4'Q x 1/8'GZ 1/4°Q x 1/4'GZ 1/4'Q x 3/8'GZ .
QCSTEM ELBOW N/Q —
oo oo
CONNECTION 1/4N x 1/4Q
QC MALE BRANCH TEE Q/GZ/Q g .
| —
CONNECTION 1/4Q x 1/4GZ x 1/4Q % _ “ _
QC STEM BRANCH TEE Q/N/Q il
CONNECTION 1/4Q x 1/4N x 1/4Q 4 :
QC BULKHEAD UNION Q/Q 4
:
CONNECTION 1/4Q x 1/4Q
Y i
FLOW RESTRICTORS
I N N T
CONNECTION 1/4" QUICK CONNECTOR | '
TEVLRATURE 23060
FLOW RATE 350 ml/min 420 ml/min 500 ml/min
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